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Environmental Stewardship (ENV) 
Environmental Remediation & Surveillance Program (E 
Los Alamos, New Mexico 87545 
(505) 667-0469IFAX (505) 6654747 

Date: May 19, 2006 
Refer to: ER2006-0454 

Mr. James Bearzi 
NMED - Hazardous Waste Bureau 
2905 Rodeo Park Drive East, Building 1 
Santa Fe, NM 87505-6303 

SUBJECT: 	RESPONSE TO THE HAZARDOUS WASTE BUREAU'S INFORMATION 
REQUEST FOR ANALYTICAL LABORATORY REPORTS AND 
CORRESPONDENCE PERTAINING TO REGIONAL AQUIFER WELL R-28 

Dear Mr. Bearzi: 

This letter responds to the May 2, 2006, information request from the Hazardous Waste 
Bureau (HWB) of the New Mexico Environment Department (NMED) pertaining to regional 
aquifer well R-28. Well R-28 was installed in 2003 and 2004 in accordance with the 
"Hydrogeologic Workplan" prepared by the Department of Energy (DOE) and the 
University of California (UC) (collectively Los Alamos National Laboratory, LANL) and 
approved by HWB on March 25,1998. pursuant to the Hazardous Waste Facility Permit 
(Permit). Well R-28 was then sampled to meet the requirements of LANL's "Hydrogeologic 
Workplan" and the "Mortandad Canyon Groundwater Work Plan, Revision 1 ," approved by 
HWB on February 11, 2004. The requirements of the "Hydrogeologic Workplan" under the 
Permit were subsequently superseded by the March 1, 2005. Compliance Order on 
Consent ("Consent Order"). The "Mortandad Canyon Groundwater Work Plan, Revision 
1," is currently being implemented by LANL to satisfy Consent Order requirements for 
investigation of Mortandad Canyon. The KMortandad Canyon Groundwater Work Plan, 
Revision 1," also contains requirements for characterization of radionuclides, which are not 
subject to the Permit or Consent Order. 

HWB specifically requests the following information: 

1. 	 analytical laboratory reports and chain-of-custody forms for all samples collected 
from well R-28 (including contract laboratory Level II quality assurance (QA) and 
quality control (QC) information) and 

2. 	 a master list and copies of all correspondence with NMED (including the 
Hazardous Waste, Ground Water Quality, and Safe Drinking Water Bureaus) 
regarding chromium detections in groundwater samples obtained from well R-28. 
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LANL provides the following information to satisfy this request: 

1. 	 Item 1, in CD format, containing analytical reports, chain-of-custody forms, and 
contract laboratory Level II QA/QC information for all samples collected from well R­
28. These samples consist of borehole characterization samples collected during 
December 2003, and January 2004; and monitoring samples collected during May 
2005, September 2005, November 2005, January 2006, and April 2006. Information 
related to radionuclides is not subject to the Consent Order or Permit and is being 
voluntarily provided in accordance with DOE policy. 

2. 	 Item 2. in CD and hardcopy formats, consisting of a list of all correspondence 
between LANL and NMED regarding R-28 chromium detections, including letters 
and electronic mail. 

3. 	 Item 3, in CD and hardcopy formats consisting of all the correspondence listed in 
item 2 above. 

As requested, LANL is providing this information in two hardcopies and one electronic file. 
If you have any questions, please contact Jean Dewart at (505) 665-0239 
(dewart@lanl.gov) or Mat Johansen at (505) 665-5046 (mjohansen@doeal.gov). 

Si~~1Y 	 Sincerely, 

~ 
David Mcinroy, Dep David Gregory, Federal Pr........luLlirector 
Environmental Rem Department of Energy 
Los Alamos National Los Alamos Site Office 

JEJjk 

Enclosed Items: 1) Analytical reports, chain-of-custody forms, and contract laboratory 
Level II QA/QC information for all samples collected from Well R-28. 

2) Correspondence between LANL and NMED regarding R-28 chromium 
detections. 

3) Copies of correspondence noted in item 2 above. 
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Cy:(w/enc) 
J. Dewart, ENV-ERS, MS M992 
M. Johansen, DOE-LASO, MS A316 
P. Reneau, ENV-ECR, MS M992 
L. King, EPA Region 6 
ENV-ECR File, MS M992 
RPF, MS M707 

Cy:(w/o enc) 
A. Dorries, ENV-ECR, MS M992 
D. Mcinroy, ENV-ERS, MS M992 
D. Gregory, DOE LASO, MS A316 
B. Rich, ADTS, MS A104 
D. Pepe, NMED-OB 
IM-9, MS A150 
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Master List of Correspondence with the New Mexico Environment Department Regarding 

Chromium Detections in Groundwater Samples Obtained from Well R-28 


Enclosure 
Number Correspondent & Correspondence Title Date 

Correspondence 
Type 

Tracking 
Number 

LA-UR 
Number 

ERID 
Number 

1 LANL: Submittal of Interim Measures Work Plan for Chromium 
Contamination in Groundwater LANL 

03/31/06 Letter ER2006-0285 Not Applicable 091987 

2 LANL: Interim Measures Work Plan for Chromium Contamination in 
Groundwater 

March 2006 Work Plan ER2006-0214 LA-UR-06-1961 091987 

3a & 3b LANL: Leaching tests-R-28/chromium (to J. Young and M. Dale from 
J. Dewart) and 01/18/06 e-mail reply from J. Young to J. 
Dewart and M. Dale 

01/17/06 E-mail and Reply N/A* N/A N/A 

4 DOE: Submittal of Completion Report for Characterization Well R-28 05/03/04 Letter OPM:5TW-009 N/A N/A 

5 DOE: Final Well R-28 Completion Report, Los Alamos National 
Laboratory 

04/28/04 Report N/A N/A 090048 

6a & 6b DOE: Land Application of Drilling and Development Water From R­
28 (to Curt Frischkom from Robert Enz) and 04/07104 reply 
from C. Frischkorn to R. Enz 

03/17/04 E-Mail and Reply N/A N/A N/A 

7 DOE: Transmittal of Analytical Screening Data from the Sampling of 
Workplan Well R-28 Drilling and Development Water with the 
following attachments: 
1) Cover letter, dated 02/27104, from Hall Environmental 

Analysis Laboratory 
2) Analytical screening data in hardcopy format 

03/22/04 Letter N/A N/A N/A 

8 DOE: Amendment to the Notice of Intent to Discharge, 
Hydrogeologic Workplan Wells with the following attachments: 
1) Notice of Intent to Discharge, Hydrogeologic Workplan 

Wells, dated 08/02/01 (ESH-18IWQ&H:01-234) 
2) Notice of Intent to Discharge, Hydrogeologic WOrkplan 

Wells, dated 07/16/02 (RRES-WQH:02-273) 
3) Response to Notice of Intent to Discharge for Los Alamos 

National Laboratory's Hydrogeologic Workplan Wells, 
dated 08/07102 

08/15/03 Letter OFO:8MJ-001 N/A N/A 

* N/A = Not Applicable 
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 Figure 3-3. Conceptual hydrogeologic cross section showing potential chromium transport pathways and dissolved hexavalent chromium values (µg/L) for monitoring wells and water supply wells in the vicinity of Sandia Canyon 
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 Figure 3-4. Conceptual Model A: Data-driven contour map (10- and 20-ft intervals) of the water table based on January 30, 2006, measurements at the monitoring wells 
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 Figure 3-5. Conceptual Model B: Data-driven contour map (10-ft intervals) of the water table based on January 30, 2006, measurements at the monitoring wells (TW-2, R-4, R-5, R-9 and R-12 well data have been ignored) 
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 Figure 4-1. 2005 DC resistivity survey profile of lower Sandia Canyon showing existing and new wells and core holes 
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Table 2-1 
Analytical Suites and Field Preparation for Intermediate and Regional Wells Selected for Enhanced Quarterly Sampling 
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Location 
Monitored 

Zone Ge
ne

ra
l In

or
ga

ni
cs

a  (F
b ) 

Me
ta

lsc (F
/N

Fd ) 

He
xa

va
len

t C
hr

om
iu

m
 (I

C)
 

(F
/N

F)
 

St
ab

le 
Iso

to
pe

s (
EE

S-
6)

e  
(s

ee
 fo

ot
no

te
 fo

r p
re

p)
 

TK
N 

+ N
H 3

 (N
F)

 

NO
3/N

O 2
 (F

) 

TO
C 

(N
F)

 

Hu
m

ic 
Ac

id
 (F

) 

VO
Cs

 (N
F)

 

Pe
rc

hl
or

at
e (

F)
 

Lo
w-

Le
ve

l P
er

ch
lo

ra
te

 
(L

C/
MS

/M
S)

 (F
)  

Ex
pa

nd
ed

 H
E 

Su
ite

 (N
F)

 

Lo
w-

Le
ve

l T
rit

iu
m

 

Tr
iti

um
 (L

iq
ui

d 
Sc

in
til

lat
io

n)
 (N

F)
 

Fi
eld

 P
ar

am
et

er
sf  

W
at

er
 L

ev
els

 (m
et

ho
d)

 

Intermediate-Depth Groundwater (Mortandad) 
MCOI-8 Intermediate √ √ √ √ √ √ √ √ √ √ —g — — √ √ XDh 
MCOI-4 Intermediate √ √ √ √ √ √ √ √ √ √ — — — √ √ XD 
MCOI-5 Intermediate √ √ √ √ √ √ √ √ √ √ — — — √ √ XD 
MCOI-6 Intermediate √ √ √ √ √ √ √ √ √ √ — — — √ √ XD 
MCOBT-4.4 Intermediate √ √ √ √ √ √ √ √ √ √ — — — √ √ XD 
Regional Groundwater (Sandia and Mortandad) 
R-1 Regional √ √ √ √ √ √ √ √ √ — √ √ √ — √ XD 
R-14, screen 1 Regional √ √ √ √ √ √ √ √ √ — √ √ √ — √ XD 
R-14, screen 2 Regional √ √ √ √ √ √ √ √ √ — √ √ √ — √ XD 
R-33, screen 1 Regional √ √ √ √ √ √ √ √ √ — √ √ √ — √ manual

R-33, screen 2 Regional √ √ √ √ √ √ √ √ √ — √ √ √ — √ manual

R-15 Regional √ √ √ √ √ √ √ √ √ — √ √ √ — √ XD 
R-28 Regional √ √ √ √ √ √ √ √ √ — √ √ √ — √ XD 
R-13 Regional √ √ √ √ √ √ √ √ √ — √ √ √ — √ XD 
R-11 Regional √ √ √ √ √ √ √ √ √ — √ √ √ — √ XD 
R-12(i)-1 Intermediate √ √ √ √ √ √ √ √ √ — √ √ √ — √ XD 
R-12(i)-2 Intermediate √ √ √ √ √ √ √ √ √ — √ √ √ — √ XD 
R-12 Regional √ √ √ √ √ √ √ √ √ — √ √ √ — √ XD 
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Table 2-1 (continued) 

  Analytical Suite/Field Preparation 
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TW-8 Regional √ √ √ √ √ √ √ √ √ — √ √ √ — √ XD 
R-34 Regional √ √ √ √ √ √ √ √ √ — √ √ √ — √ XD 
R-10a Regional √ √ √ √ √ √ √ √ √ — √ √ √ — √ manual
a General inorganics consist of anions including alkalinity, bromide, chloride, fluoride, nitrate and nitrite, phosphate, and sulfate. 
b F = Filtered. 
c Metals include target analyte list (TAL) metals plus boron, molybdenum, and uranium. 
d N = Not filtered. 
e Water samples collected for analysis of oxygen and hydrogen isotopes are not filtered. Water samples collected for analysis of nitrogen isotopes are filtered and chilled. 
f Field parameters include pH, temperature, specific conductance, turbidity, and dissolved oxygen. 
g — = Not analyzed. 
h XD = Transducer. 
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Table 4-1 
Analytical Suites and Field Parameters for Surface and Groundwater Sampling 

Location 
Monitored 
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Sandia Watershed                  
South Fork of Sandia 
Canyon at E122  

Baseflow √ √ √ √ √ √ √ √ √ —g √ √ √ — √ √ 

Sandia below 
Wetlands (E123) 

Baseflow √ √ √ √ √ √ √ √ √ — √ √ √ — √ √ 

Middle Sandia at 
terminus of persistent 
baseflow 

Baseflow √ √ √ √ √ √ √ √ √ — √ √ √ — √ √ 

SCA-1 Alluvial √ √ √ √ √ √ √ √ √ — √ √ √ — √ √ 
SCA-2 Alluvial √ √ √ √ √ √ √ √ √ — √ √ √ — √ √ 
SCA-3 Alluvial √ √ √ √ √ √ √ √ √ — √ √ √ — √ √ 
SCA-4 Alluvial √ √ √ √ √ √ √ √ √ — √ √ √ — √ √ 
SCA-5 Alluvial √ √ √ √ √ √ √ √ √ — √ √ √ — √ √ 
SCO-1 Alluvial √ √ √ √ √ √ √ √ √ — √ √ √ — √ √ 
SCO-2 Alluvial √ √ √ √ √ √ √ √ √ — √ √ √ — √ √ 
R-12, screen 1 Intermediate √ √ √ √ √ √ √ √ √ — √ √ √ — √ √ 
R-12, screen 2 Intermediate √ √ √ √ √ √ √ √ √ — √ √ √ — √ √ 
R-10, screen 1 Regional √ √ √ √ √ √ √ √ √ — √ √ √ — √ √ 
R-10, screen 2 Regional √ √ √ √ √ √ √ √ √ — √ √ √ — √ √ 
R-10a Regional √ √ √ √ √ √ √ √ √ — √ √ √ — √ √ 
R-11 Regional √ √ √ √ √ √ √ √ √ — √ √ √ — √ √ 
R-12, screen 3 Regional √ √ √ √ √ √ √ √ √ — √ √ √ — √ √ 
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Table 4-1 (continued) 

Location 
Monitored 
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Mortandad Watershed 
Surface water in 
reach E-1FW 

Baseflow √ √ √ √ √ √ √ √ √ — √ √ — √ √ √ 

Surface water in 
reach E-1W 

Baseflow √ √ √ √ √ √ √ √ √ — √ √ — √ √ √ 

Surface water in 
reach E-1E 

Baseflow √ √ √ √ √ √ √ √ √ — √ √ — √ √ √ 

Mortandad below 
Effluent Canyon 
(E200) 

Baseflow √ √ √ √ √ √ √ √ √ — √ √ — √ √ √ 

Surface Water in 
reach M-1W 

Baseflow √ √ √ √ √ √ √ √ √ — √ √ — √ √ √ 

Surface water in 
reach M-1E 

Baseflow √ √ √ √ √ √ √ √ √ — √ √ — √ √ √ 

Surface water in 
reach M-2E 

Baseflow √ √ √ √ √ √ √ √ √ — √ √ — √ √ √ 

Surface water in 
reach TS-1W 

Baseflow √ √ √ √ √ √ √ √ √ — √ √ — √ √ √ 

Surface water in 
reach TS-2E 

Baseflow √ √ √ √ √ √ √ √ √ — √ √ — √ √ √ 

MCO-0.6 Alluvial √ √ √ √ √ √ √ √ √ √ — √ — √ √ √ 
MCA-1 Alluvial √ √ √ √ √ √ √ √ √ √ — √ — √ √ √ 
MCA-5 Alluvial √ √ √ √ √ √ √ √ √ √ — √ — √ √ √ 
MCO-2 Alluvial √ √ √ √ √ √ √ √ √ √ — √ — √ √ √ 
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Table 4-1 (continued) 
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MCO-3 Alluvial √ √ √ √ √ √ √ √ √ √ — √ — √ √ √ 
MCO-4B Alluvial √ √ √ √ √ √ √ √ √ √ — √ — √ √ √ 
MCO-5 Alluvial √ √ √ √ √ √ √ √ √ √ — √ — √ √ √ 
MCO-6 Alluvial √ √ √ √ √ √ √ √ √ √ — √ — √ √ √ 
TSCA-6 Alluvial √ √ √ √ √ √ √ √ √ √ — √ — √ √ √ 
MCA-2 Alluvial √ √ √ √ √ √ √ √ √ √ — √ — √ √ √ 
MCO-7.5 Alluvial √ √ √ √ √ √ √ √ √ √ — √ — √ √ √ 
MT-1 Alluvial √ √ √ √ √ √ √ √ √ √ — √ — √ √ √ 
MT-2, MT-3, or MT-4 Alluvial √ √ √ √ √ √ √ √ √ √ — √ — √ √ √ 
MCOI-8 Intermediate √ √ √ √ √ √ √ √ √ √ — √ — √ √ √ 
MCOI-4 Intermediate √ √ √ √ √ √ √ √ √ √ — √ — √ √ √ 
MCOI-5 Intermediate √ √ √ √ √ √ √ √ √ √ — √ — √ √ √ 
MCOI-6 Intermediate √ √ √ √ √ √ √ √ √ √ — √ — √ √ √ 
R-1 Regional √ √ √ √ √ √ √ √ √ — √ √ √ — √ √ 
R-14, screen 1 Regional √ √ √ √ √ √ √ √ √ — √ √ √ — √ √ 
R-14, screen 2 Regional √ √ √ √ √ √ √ √ √ — √ √ √ — √ √ 
R-33, screen 1 Regional √ √ √ √ √ √ √ √ √ — √ √ √ — √ √ 
R-33, screen 2 Regional √ √ √ √ √ √ √ √ √ — √ √ √ — √ √ 
R-15 Regional √ √ √ √ √ √ √ √ √ — √ √ √ — √ √ 
R-28 Regional √ √ √ √ √ √ √ √ √ — √ √ √ — √ √ 
R-13 Regional √ √ √ √ √ √ √ √ √ — √ √ √ — √ √ 
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Table 4-1 (continued) 
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R-34 Regional √ √ √ √ √ √ √ √ √ — √ √ √ — √ √ 
TW-8 Regional √ √ √ √ √ √ √ √ √ — √ √ √ — √ √ 

a General inorganics consist of anions including alkalinity, bromide, chloride, fluoride, nitrate and nitrite, phosphate, and sulfate. 
b F = Filtered. 
c Metals include target analyte list (TAL) metals plus boron, molybdenum, and uranium. 
d N = Not filtered. 
e Water samples collected for analysis of oxygen and hydrogen isotopes are not filtered. Water samples collected for analysis of nitrogen isotopes are filtered and chilled. 
f Field parameters include pH, temperature, specific conductance, turbidity, and dissolved oxygen. 
g — = Not analyzed. 
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Table 4-2 
Objectives for Characterization Core Holes in Sandia Canyon 

 SCC-1 and SCC-2 SCC-3 and SCC-4 SCC-5 and SCC-6 
Conceptual 
Model 
Uncertainty 

Constrain location of cooling- 
tower effluent infiltration. 
Reduce uncertainty in 
contaminant distributions and 
chromium speciation in area 
where Sandia Canyon widens 
and the alluvium thickens east 
of narrow slot canyon. Located 
near gaging station E124. 

SCC-1 is sited on historic 
stream channel identified by 
aerial photos and SCC-2 is 
adjacent to the present-day 
stream channel. 

Constrain location of cooling- 
tower effluent infiltration. 
Reduce uncertainty in 
contaminant distributions and 
chromium speciation in lower 
Sandia Canyon. SCC-3 and 
SCC-4 are paired wells 
examining contrasting 
geophysical anomalies 
identified in the surface DC 
resistivity survey of 2005. SCC-
3 is centered on a resistive 
anomaly and SCC-4 is 
centered on the adjacent 
conductive anomaly. 

Constrain the eastern extent of 
location of cooling-tower 
effluent infiltration. Reduce 
uncertainty in contaminant 
distributions and chromium 
speciation in lower Sandia 
Canyon. The locations of SCC-
5 and SCC-6 are expected to 
bracket the eastern limit of 
chromium infiltration in the 
canyon. SCC-6 will determine if 
infiltration has occurred near 
the water-supply well PM-3.  

Projected 
Depth 

~375 ft ~340 ft SCC-5 ~290 ft, SCC-6 ~225 ft 

Geology  Determine thickness variations 
of alluvium and Cerro Toledo 
deposits along N-S cross 
section of canyon floor. Identify 
western pinch out of Cerros del 
Rio basalt. 

Relate contrasting geophysical 
anomalies to variations in 
geology or in rock properties. 
Identify areas where Cerro 
Toledo deposits subcrop 
canyon-floor alluvium.  

Determine E-W thickness 
variations of Bandelier Tuff and 
the Puye Formation as these 
units become thinner over the 
Cerros del Rio basalt highland 
to the east. 

Hydrology  Determine moisture content in 
Bandelier Tuff. Identify perched 
water in bedrock units. Extent 
of alluvial saturation. 

Determine moisture content in 
Bandelier Tuff. Identify perched 
water in bedrock units. Extent 
of alluvial saturation. 

Determine moisture content in 
Bandelier Tuff. Identify perched 
water in bedrock units. Extent 
of alluvial saturation.  

Geochemistry/ 
Contaminant 
Chemistry  

Determine contaminant profiles 
for metals (including 
hexavalent chromium), anions, 
nitrogen isotopes, total organic 
carbon (TOC), and tritium. 

Determine contaminant profiles 
for metals (including 
hexavalent chromium), anions, 
nitrogen isotopes, TOC, and 
tritium. 

Determine contaminant profiles 
for metals (including 
hexavalent chromium), anions, 
nitrogen isotopes, TOC, and 
tritium. 

Core Needs Collect core samples (every 
20 ft) to total depth (~300 ft). 
The core-hole target depth is 
20 ft into the top of the Cerros 
del Rio basalt. 

Collect core samples (every 
20 ft) to total depth (~325 ft). 
The core-hole target depth is 
20 ft into the top of the Cerros 
del Rio basalt. 

Collect core samples (every 20 
ft) to total depth (~350 ft). The 
core-hole target depth is 20 ft 
into the top of the Cerros del 
Rio basalt. 
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Table 4-3 
Core and Extracted Pore Water Analyte Suite, Sample Containerization, and Sample Frequency  

Analyte Suite Sample Size Container Sample Frequency 
Target analyte list metals 
(including hexavalent Cr, 
U, Mo, and B)  

0.5 ft of 2-in. 
diameter core 

Sealed plastic bag and 
core protected; samples 
will be frozen until they 
are analyzed 

Collect samples at 20-ft intervals from the 
bottom of surface casing to total depth 
(TD) 

Anions, moisture, and total 
organic carbon 

0.4 ft of 2-in. 
diameter core 

8-oz preweighed glass 
jar 

Collect samples at 20-ft intervals from the 
bottom of surface casing to TD 

Tritium 0.5 ft of 2-in. 
diameter core 

Sealed plastic bag 
wrapped with tape and 
core-protected 

Collect samples at 40-ft intervals from the 
bottom of surface casing to TD 

δ15N 0.5 ft of 2-in 
diameter core 

Sealed plastic bag and 
core-protected; samples 
will be frozen until they 
are analyzed 

Collect samples at 20-ft intervals from the 
bottom of surface casing to TD 

Radiological screening for 
gross alpha, beta, and 
gamma (for off-site 
transport of samples) 

0.2 ft of 2-in. 
diameter core 

Sealed plastic bag Collect samples at 40-ft intervals from the 
bottom of surface casing to TD 

Note: Priority of sample core collection when recovery is less than 100% should be metals, anions, total organic carbon, moisture, 
nitrogen isotopes, tritium, and radiological screening. 
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Table 4-4 
Archival Cores Selected for Characterization of Contaminant Distributions in the Upper Vadose Zone 
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LAOI(A)-1.1 Los Alamos 320 Ca Xb X   no use available material X X X X 

LAOI-3.2/3.2a Los Alamos 266 C X X   no use available material X X X X 

LAOI-7 Los Alamos 365.5 C X X   no 7.5 to 379 (12 samples) X X X X 

LADP-3 Los Alamos 342 C X X   no use available material X X X X 

R-8 Los Alamos 261 C X X   no 7 to 229.8 (39 samples) X X X X 

R-9 Los Alamos intermittent C X X   no 0 to 692 X X X X 

R-1 Mortandad  399 C X X 32.3, 63.7, 91.5, 151.2, 
201.5, 251.5, 276.5, 
301.2, 350.8 

6 samples 21.5, 40.9, 51.1, 76, 101.1, 
126.6, 176.5, 226.5 

X X X X 

R-14 Mortandad  300 C X X   no 2.9 to 299.6 (24 samples) X X X X 

R-15 Mortandad  750 C X X   no 2 to 746 X X X X 

R-28 Mortandad  325 C X X 31.4, 51.5, 76.3, 126.5, 
251.5, 276.5, 319.8 

7 samples 9.7 to 319.8 X X X X 

MCOI-6 Mortandad  498 C X X   no 9 to 498 (36 samples) X X X X 

MCOI-8 Mortandad  478 C X X   no 8 to 478 (46 samples) X X X X 

MC-1-AHF Mortandad  146 C X X   no 3 to 146 (18 samples) X X X X 

MC-2-AHF Mortandad  161 C X X   no 3 to 161 (10 samples) X X X X 

MC-3-AHF Mortandad  119 C X X   no 5 to 119 (21 samples) X X X X 

35-2028  Mortandad  298 C X X   no use available material X X X X 

R-11 Sandia 296.5 C X X 8.6 to 250.0 
(13 samples) 

6 samples 8.6 to 250.0 (13 samples) X X X X 

R-12 Sandia intermittent C X X   no 5 to 880 X X X X 

SC-2-AHF Sandia 146.5 X X X   no use available material X X X X 
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Table 4-4 (continued) 
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SC-3-AHF Sandia 121.2 X X X   no use available material X X X X 

SC-4-AHF Sandia 99 X X X   no use available material X X X X 

SC-5-AHF Sandia 84 X X X   no use available material X X X X 
a C = Completed. 
b X = Perform the analysis. 
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Table 4-5 
Sampling Sites, Field Preparation, and Analyte Suites for Background Chromium Activity 

 Analytical Suite/Field Preparation 
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Alluvial Groundwater       
LAO-B X X X X X X 

Intermediate-Depth Groundwater        
LAOI(a) - 1.1 X X X X X X 

Regional Groundwater        
R-27 X X X X X X 

R-2 X X X X X X 

R-18 X X X X X X 

R-24 X X X X X X 

Guaje-5 X X X X X X 

Otowi-4 X X X X X X 

Springs        
Campsite Spring X X X X X X 

Young Spring X X X X X X 

Sacred Spring X X X X X X 

Sandia Spring X X X X X X 

Spring 1 X X X X X X 

La Mesita Spring X X X X X X 

Spring 3 X X X X X X 

Spring 5 X X X X X X 

Spring 6 X X X X X X 

Spring 9A X X X X X X 

Spring 9B X X X X X X 

Spring 4A X X X X X X 

Spring 4B X X X X X X 
a Anions by ion chromatography include Br-, Cl-, F-, NO3

-, NO2
-, PO4

-3, C2O4
-2 (oxalate), and SO4

-2, total alkalinity (as 
mgCaCO3/L). 

b F = Filtered. 
c Metals at EES-6 laboratory by inductively coupled optical emission spectroscopy and inductively coupled plasma mass 

spectroscopy w/cation exchange column for hexavalent chromium. 
d Hexavalent Cr at Severn Trent by ion chromatography. 
e Hexavalent Cr at EES-6 by ion chromatography. 
f Field parameters include dissolved oxygen, pH, temperature, specific conductance, and turbidity. 
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Table 5-1 
Applicable Standard Operating Procedures 

Procedure Title 
SOP-01.01 General Instructions for Field Investigations 

SOP-01.02 Sample Containers and Preservation 

SOP-01.03 Handling, Packaging, and Shipping of Samples 

SOP-01.04 Sample Control and Field Documentation 

SOP-01.05 Field Quality Control Samples 

SOP-01.06 Management of Environmental Restoration Project Waste 

SOP-01.08 Field Decontamination of Drilling and Sampling Equipment 

SOP-01.10 Waste Characterization 

SOP-04.01 Drilling Methods and Drill Site Management 

SOP-04.04 Contract Geophysical Logging 

SOP-04.05 Leaching of Soil and Rock Samples for Anions 

SOP-05.01 Well Construction 

SOP-05.02 Well Development 

SOP-05.03 Monitor Well and RFI Borehole Abandonment 

SOP-05.07 Operation of LANL-Owned Borehole Logging Trailer 

SOP-06.01 Purging and Sampling Methods for Single Completion Wells 

SOP-06.02 Field Analytical Measurements of Groundwater Samples 

SOP-06.10 Hand Auger and Thin-Wall Tube Sampling 

SOP-06.13 Surface Water Sampling 

SOP-06.24 Sample Collection from Split-Spoon Samplers and Shelby Tube Samplers 

SOP-06.26 Core Barrel Sampling for Subsurface Earth Materials 

SOP-07.01 Pressure Transducers 

SOP-07.02 Water Level Measurements 

SOP-09.10 Field Sampling of Core and Cuttings for Geological Analysis 

SOP-09.11 Petrography 

SOP-12.01 Field Logging, Handling, and Documentation of Borehole Materials 

SOP-12.02 Transportation, Receipt, and Admittance of Borehole Samples to the Field Support Facility 

SOP-12.04 Physical Processing, Storage, and Examination of Borehole Material at the Field Support Facility 

 



 

 

 

 

 

Appendix 1 

SWMU Review 



ER2006-0214 A1-1 March 2006 

Appendix 1 presents a review of solid waste management units (SWMUs) in Los Alamos, Sandia, and 
Mortandad canyons that are associated with chromium usage. The review was conducted using the 
Laboratory’s potential release site database which derives information from a number of sources. The list 
of sites provided in the summary presented herein is not intended to be a complete list of all sites where 
chromium was used but are rather the most potentially significant sites. Emphasis was placed on SWMUs 
that had a combination of chromium usage and significant volumes of water released.  
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TAa 

Parent 
Consolidated 

Unit 
Child 
PRSb 

Brief 
Description 

Operation (from 
PRS database) Reference 

Root Reference (?? = 
reference unknown) Chromium-Related Activities Notes 

TA-01 01-001(a)-99 01-006(a) Drainlines 
and outfall 

Associated with 
cooling tower 80 

SWMU Report 
1990, Vol. 1 of 4 
(LA-UR-90-3400)  

RFI Report for TA-01: 
Aggregates E, G, PRSs 
01-001(g), 01-003(b), 
0-006(a,g), 01-001(c), 
01-006(b,c,d,n), 
01-007(a,b,c,j)(p.31-49) 
(ERID 54465, 
LA-UR-96-1019, p. 32);  
 
LANL 1987 (02956), 
"Analytical Results of 
Verification Sampling 
Former Main Technical Area 
(TA-01) Los Alamos 
National Laboratory 
Environmental Surveillance 
Group (HSE-8) and Health 
and Environmental 
Chemistry Group (HSE-9)" 
May. 

In the PRS database the description 
says it is speculated that the 
chromium-containing biocides may 
have been added to the cooling tower. 

  

Mortandad Watershed 

TA-03   03-054(e) Outfall Outfall that 
receives runoff 
from originates 
from several 
sources at the 
CMR (Building 
03-29) 

SWMU Report 
1990, Volume 1 of 
4 (LA-UR-90-
3400) 

??  The 1990 SWMU report says cooling 
tower discharges may have contained 
chromates. 

Possible associated 
cooling towers with 
structure numbers 
3-102 and 3-156 (SEE 
1990 SWMU Report) 
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TAa 

Parent 
Consolidated 

Unit 
Child 
PRSb 

Brief 
Description 

Operation (from 
PRS database) Reference 

Root Reference (?? = 
reference unknown) Chromium-Related Activities Notes 

TA-46   46-004(y) Outfall Historical blow-
down outfall from 
the cooling tower 
that serves 
Building 46-31. 

PRS Database LANL 1996 (54929.3) "RFI 
Report for Potential Release 
Sites in TA-46: PRSs 46-
003(h), 46-
004(b,g,h,m,q,s,u,v,x,y,z,a2,
b2,c2,d2,e2,f2), 46-
006(a,b,c,d,f,g), 46-007, 46-
008(b), 46-010(d), C-46-
002, C-46-003, Field Unit 3" 
(p.88-93; LA-UR-96-1957); 
 
LANL 1993 (20952.1) "RFI 
Work Plan for Operable Unit 
1140" (p. 5-127; 
LA-UR-93-1940); 
 
Radzinski, B. 1992 
(40068.1), "Cooling Tower 
Water Treatments" 
 
McCulla, A. 1992 (40095), 
"Summary of Summer Work 
(Outfalls)" 

SWMU 46-004(y) was the historical 
blow-down outfall from the cooling 
tower that serves Building 46-31. It 
also received effluent from the 
building’s floor and roof drains, as well 
as its laboratory sinks. 

  

TA-03 03-049(b)-00 03-049(b) Operational 
release 

Discharge area at 
the south wall of 
the press building 
(Building 03-35) 
associated with an 
inactive vacuum 
pump that served 
furnaces in 
Building 03-35 

SWMU Report 
1990, Volume 1 of 
4 (LA-UR-90-
3400) 

?? The 1990 SWMU report says gold 
citrate and HCW are produced in the 
gold electroplating process, in addition 
numerous metals, acids and cyanide 
were used in the process of chromium 
plating. The cooling tower was treated 
with organo-chelates. Oil and grease 
may have been discharged from the 
vacuum pump. 

  

TA-03   03-049(e) Outfall Possible soil 
contamination 
from an outfall 
pipe located south 
of the Sigma 
Building (Building 
03-66) 

 SWMU Report 
1990, Volume 1 of 
4 (LA-UR-90-
3400) 

?? The 1990 SWMU report says gold 
citrate and HCW are produced in the 
gold electroplating process, in addition 
numerous metals, acids and cyanide 
were used in the process of chromium 
plating. The cooling tower was treated 
with organo-chelates. Oil and grease 
may have been discharged from the 
vacuum pump. 
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TAa 

Parent 
Consolidated 

Unit 
Child 
PRSb 

Brief 
Description 

Operation (from 
PRS database) Reference 

Root Reference (?? = 
reference unknown) Chromium-Related Activities Notes 

PRS Database LANL 1997 (56660-4), "RFI 
Report for TA-03 for 
Potential Release Sites 3-
004(c,d), 3-007, 3-014(k,l,o), 
3-021, 3-049(a), 3-052(b), 
3-056(k), C-03-014, Field 
Unit 1" (LA-UR-97-3571); 
 
LANL 1995 (57590), "RFI 
Work Plan for Operable Unit 
1114, Addendum 1" (p. 5-
13-1) 

Between the 1950s and 1970s 
chromates were used to treat cooling 
water. The cooling tower has operated 
since 1960. From 1984 to 1990, the 
outfall also received discharge from 
rinse tanks associated with the 
electroplating operation in Building 
03-66. The tanks contained the final 
rinse from electroplating and surface-
finishing experimental components. 
Although the rinse tanks were flushed 
continually with tap water to preclude 
contaminant buildup, trace amounts of 
metals, acids, cyanide, and depleted 
uranium were introduced into the rinse 
water. The NPDES permit allowed 
discharge of 4680 gal. per day of 
treated cooling water and 24,000 gal. 
per day of electroplating rinse water. 
Since 1990, the outfall has received 
only treated cooling water and roof-
drain runoff. The outfall discharges to 
Mortandad Canyon. 

  

SWMU Report 
1990, Volume 1 of 
4 (LA-UR-90-
3400) 

Mitchell, J. 1990 (no ERId), 
"Sigma Complex Drains and 
Outfalls Meeting Notes, 
June 22, 1990, Los Alamos 
National Laboratory 
Memorandum MST-
DO/SRW-90-19 from J. 
Mitchell (MST-DO) to S. 
Whittington (MST-DO)" 

The 1990 SWMU Report says gold 
citrate and HCW are produced in the 
gold electroplating process, in addition 
numerous metals, acids and cyanide 
were used in the process of chromium 
plating. The cooling tower was treated 
with organo-chelates. Oil and grease 
may have been discharged from the 
vacuum pump. 

3-127 (structure 
number for associated 
cooling tower) 

TA-03 03-045(h)-00 03-049(a) Outfall NPDES-permitted 
outfall associated 
with cooling towers

CEARP 1987 
Phase I: 
Installation 
Assessment, 
Volume 1 of 2 
(ERID 08663) 

Miller, E.L. 1971 (01088). 
"Effluent from Plant Cooling 
Towers," Los Alamos 
Scientific Laboratory 
memorandum to 
C. Christenson, July 30, 
1971. 

CEARP report states that "There are 
numerous cooling towers in TA-3 that 
have blow-down discharges to canyon 
outfalls. According to several 
employees, cooling tower water for the 
tower serving TA-3-66 had chromium 
added during the early years of 
operation. Blow-down was discharged 
to Mortandad Canyon. 

See CEARP 1987, 
section TA3-6-CA/O-
A/I-HW/RW (Outfalls) 
pp. TA3-12 to TA3-13 
3-127 (structure 
number for associated 
cooling tower) 
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TA-46 46-004(d2)-99 46-004(g) Outfall / 
stack 
emissions 

Reported as 
potentially 
contributing to 
surface soil 
contamination at 
TA-46 in the form 
of airborne 
releases of 
radionuclides or 
hazardous 
constituents 
through building 
stacks. 

CEARP 1987 
Phase I: 
Installation 
Assessment, 
Volume 1 of 2 
(ERID 08663) 

Miller, E.L. 1971 (01088). 
"Effluent from Plant Cooling 
Towers," Los Alamos 
Scientific Laboratory 
memorandum to 
C. Christenson, July 30, 
1971. 

A 1971 memo reported that building 1 
had a cooling tower with a discharge of 
10500 gal. per year. Between the 
1950s and 1970s chromates were 
used to treat cooling water (p.TA46-5). 

See CEARP 1987, 
section TA46-1-CA/O-I-
HW/RW (outfalls and 
storm sewer) p. TA46-5

1990 SWMU 
report, Volume 3 
of 4 (LA-UR-90-
3400) 

?? Report says water from cooling towers 
at TA-48-1discharges to this outfall. 

  TA-48 48-007(a)-00 48-007(a) Drains and 
outfalls 

Outfall used to 
discharge treated 
cooling tower 
blow-down from 
two cooling towers 
located on the roof 
of Building 48-1 

PRS Database LANL 1992 (07666), "RFI 
Work Plan for OU 1129" 
(LA-UR-92-0800; p. 3-102); 
 
Radzinski, B., July 20, 1991 
(No ERId). "Personal 
communication between L. 
Clark and B. Radzinski, 
International Technology 
(IT) Corporation Telephone 
Log" 
 
LANL 1995 (50289.1) "RFI 
Report for TA-48: PRSs 
48-001, 48-002(e), 48-003, 
48-005, 48-007(a,b,c,d, f), 
48-010 (located in former 
Operable Unit 1129)" 
(LA-UR-95-3328) 

SWMU 48-007(a) is an active outfall 
used to discharge treated cooling tower 
blow-down from two cooling towers 
located on the roof of Building 48-1. 
This outfall is located east of Building 
48-1 and discharges up to 750 gal. per 
hour of cooling tower blow-down. 
Water discharges from PRS 48-007(a) 
flows to impoundment PRS 48-010 The 
date that this outfall began operation is 
not known, but Building 48-1 was 
constructed in 1957, so discharges 
should not have preceded this date. 
Between the 1950s and 1970s 
chromates were used to treat cooling 
water. 

  



 

 

Interim
 M

easures W
ork P

lan 

M
arch 2006 

A
1-10 

E
R

2006-0214

TAa 

Parent 
Consolidated 

Unit 
Child 
PRSb 

Brief 
Description 

Operation (from 
PRS database) Reference 

Root Reference (?? = 
reference unknown) Chromium-Related Activities Notes 

1990 SWMU 
report, Volume 3 
of 4 (LA-UR-90-
3400) 

?? Reports say water from cooling towers 
at TA-48-1discharges to this outfall. 

  TA-48 48-007(a)-00 48-007(d) Drains and 
outfalls 

Outfall used to 
discharge 
noncontact cooling 
water used to cool 
a vacuum pump 
housed in the 
south end of 
building 48-1. 

PRS Database ?? Active outfall used to discharge 
noncontact cooling water used to cool 
a vacuum pump housed in the south 
end of Building 48-1. The date that this 
outfall began operation is not known, 
but Building 48-1 was constructed in 
1957. Between the 1950s and 1970s 
chromates were used to treat cooling 
water. 

  

1990 SWMU 
report, Volume 3 
of 4 
(LA-UR-90-3400) 

?? Reports says water from cooling 
towers at TA-48-1discharges to this 
outfall. 

  TA-48 48-007(a)-00 48-010 Surface 
impound-
ment 

Receives cooling 
tower blow-down 
discharged from 
48-007(a), 
noncontact cooling 
water discharged 
from 48-007(d), 
and stormwater 
runoff from parking 
lot for Building 48-
45. 

PRS Database LANL 1992 (07666), "RFI 
Work Plan for OU 1129" 
(LA-UR-92-0800; p. 3-102); 
 
No references in Work Plan 
or RFI Report: see possibly 
(03853.18) "LASL Survey of 
Effluent Streams ENG-4 TA-
48 Bldg. 1" 
 
LANL 1995 (50289.1) "RFI 
Report for TA-48: PRSs 
48-001, 48-002(e), 48-003, 
48-005, 48-007(a,b,c,d, f), 
48-010 (located in former 
Operable Unit 1129) (p.4-34 
to 4-48)" (p. 4-35, 
LA-UR-95-3328) 

Received treated cooling water. 
Between the 1950s and 1970s 
chromates were used to treat cooling 
water. 
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SWMU Report 
1990, Volume 1 of 
4 
(LA-UR-90-3400) 

?? The 1990 SWMU report says between 
1950s and 1970s chromates were 
used to treat cooling water from the 
steam/electric generating plant, TA-03-
22. Drift loss and cooling water 
discharge contributed to elevated 
hexavalent chromium in the 
surrounding area. 

This controlled 
operational release is 
stated to contain 600-
700 lb of soluble 
fluoride, which was 
released to Mortandad 
Canyon; however, 
because chromates 
were used to treat 
cooling water, this PRS 
is a also possible 
source chromium. SEE 
1987 CEARP 
REFERENCE 

TA-03   03-012(a) Controlled 
operational 
release 

Site of a controlled 
operational 
release located on 
the north slope of 
Mortandad 
Canyon 

CEARP 1987 
Phase I: 
Installation 
Assessment, 
Volume 1 of 2 
(ERID 08663) 

?? CEARP report states that, "According 
to several employees, cooling tower 
water for the tower serving TA-3-66 
had chromium added during the early 
years of operation. Blow-down was 
discharged to Mortandad Canyon" (p. 
TA3-13) 

The release was a 
controlled operational 
pipe cleaning 
procedure. See 
CEARP 1987, Section 
TA3-6-CA/O-A/I-W/RW 
(outfalls) p.TA3-13 

TA-03   03-026(c) Tank and/or 
associated 
equipment 

11 sumps located 
at the base of 
cooling towers in 
the CMR Building 
(Building 3-29) that 
received blow-
down water 

PRS Database LANL 1995 (57590) "RFI 
Work Plan for Operable Unit 
1114, Addendum 1" (p. 6-43 
to 6-44; LA-UR-95-0731) 
 
(RFI Work Plan cites SWMU 
Report); however, see also 
Rhodes 1993 (63188.3), 
"Chromate Use in TA-3 
Cooling Towers" 

Sump received blow-down water from 
cooling towers in the CMR building. 
Between the 1950s and 1970s 
chromates were used to treat cooling 
water. 
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TA-35   35-016(e) Outfall Inactive outfall for 
discharge of 
noncontact cooling 
water from the 
chemical laser 
facility (Building 
35-85) 

PRS Database LANL 1996 (54373.3) "RFI 
Report for TA-35: PRSs 
35-003(h,j,k), 35-004(b), 
35-008, 35-009(a,b,c,d), 
35-014 (a,b,d,e1,e2,f), 
35-015(b), 35-016(e,f,i)" (p. 
5-30 to 5-37, LA-UR-96-
1293) 
 
LANL 1985 (00853), "Cross 
Index of NPDES Serial #s to 
Technical Areas and Types 
of Discharge" 
 
(Report also references 
1990 SWMU Report) 

The outfall consists of two adjacent 
2-in. diameter steel pipes, insulated 
with fiberglass and wrapped with 
protective aluminum coating, that 
originate from cooling towers on the 
roof of Building 35-85. Between the 
1950s and 1970s chromates were 
used to treat cooling water.  

  

TA-46   46-004(i) Outfall Two inactive 
outfalls, identified 
as Outfalls D and 
E, which 
discharged into 
Cañada del Buey 

SWMU Report, 
1990 Volume 3 of 
4 (LA-UR-90-
3400) 

?? Outfall D received blow-down from a 
cooling tower, Structure TA-46-0086. 
No chromates or other hazardous 
additives were reportedly used in 
cooling towers at TA-46. Outfall E, 
located directly above Outfall D, served 
a holding tank located east of the 
cooling tower. The tank contained 
dilute lithium hydroxide solutions that 
were generated in Building TA-46-
0031. The lithium hydroxide solutions 
were reportedly diluted to about 96 
ppm with blow-down water before 
discharge. The outfalls were included 
on the Laboratory’s National Pollutant 
Discharge Elimination System 
(NPDES) permit as Outfall 03A044. 
Outfall 03A044 was removed from the 
NPDES permit prior to 1990. 

46-86 (structure 
number for associated 
cooling tower) 
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TA-46   46-004(j) Outfall Inactive outfall 
received blow-
down from a 
cooling tower 
located at Building 
TA-46-0001. 

SWMU Report, 
1990 Volume 3 of 
4 (LA-UR-90-
3400) 

?? Inactive outfall that formerly discharged 
into Cañada del Buey. This outfall 
received blow-down from a cooling 
tower located at Building TA-46-0001. 
No chromates or other hazardous 
additives were reportedly used in 
cooling towers at TA-46. The outfall 
was included on the Laboratory’s 
NPDES permit as Outfall 03A042. 
Outfall 03A042 was removed from the 
NPDES permit on March 10, 1998. 

  

TA-46   46-004(k) Outfall   SWMU Report, 
1990 Volume 3 of 
4 (LA-UR-90-
3400) 

?? Received cooling water. Between the 
1950s and 1970s chromates were 
used to treat cooling water. 

  

TA-46   46-004(l) Outfall   SWMU Report, 
1990 Volume 3 of 
4 (LA-UR-90-
3400) 

?? Received cooling water. Between the 
1950s and 1970s chromates were 
used to treat cooling water. 

  

TA-46   46-004(m) Outfall   SWMU Report, 
1990 Volume 3 of 
4 (LA-UR-90-
3400) 

?? Received noncontact cooling water. 
Between the 1950s and 1970s 
chromates were used to treat cooling 
water. 

  

TA-46   46-004(n) Outfall   SWMU Report, 
1990 Volume 3 of 
4 (LA-UR-90-
3400) 

?? Received noncontact cooling water. 
Between the 1950s and 1970s 
chromates were used to treat cooling 
water. 

  

TA-46   46-004(o) Outfall   SWMU Report, 
1990 Volume 3 of 
4 (LA-UR-90-
3400) 

?? Received treated cooling water. 
Between the 1950s and 1970s 
chromates were used to treat cooling 
water. 
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TA-48   48-007(b) Drains and 
outfalls 

Outfall used to 
discharge 
noncontact cooling 
water used to cool 
a magnet and 
laser housed in the 
main 
radiochemistry 
laboratory at TA-
48  

1990 SWMU 
report, Volume 3 
of 4 (LA-UR-90-
3400) 

Looked in RFI Report for 
TA-48: PRSs 48-001, 
48-002(e), 48-003, 
48-005-48-007(a,b,c,d, f), 
48-010 (located in former 
Operable Unit 1129) (p. 4-48 
to 4-57), but it mentioned 
noncontact cooling water. 
 
LANL 1985 (00853), "Cross 
Index of NPDES Serial #s to 
Technical Areas and Types 
of Discharge" 

Report says water from cooling towers 
at TA-48-1discharges to this outfall. 

  

TA-48   48-007(c) Drains and 
outfalls 

Outfall that 
receives 
discharges from 
nine floor drains, a 
trench drain, and 
six roof drains at 
the main 
radiochemistry 
laboratory at TA-
48 

1990 SWMU 
report, Volume 3 
of 4 
(LA-UR-90-3400) 

Looked in RFI Report for 
TA-48: PRSs 48-001, 
48--002(e), 48-003, 48-005, 
48-007(a,b,c,d, f), 48-010 
(located in former Operable 
Unit 1129) (p. 4-48 to 4-57), 
but it mentioned noncontact 
cooling water. 
 
LANL 1985 (00853), "Cross 
Index of NPDES Serial #s to 
Technical Areas and Types 
of Discharge" 

Report says water from cooling towers 
at TA-48-1discharges to this outfall. 

  

TA-50   50-001(a) Waste 
treatment 
facility TA-
50-1 - RCRA 
Unit (active) 

Active radioactive 
liquid waste 
treatment plant 
(Building 50-1) that 
has operated 
continuously since 
its construction in 
1963 

CEARP 1987 
Phase I: 
Installation 
Assessment, 
Volume 1 of 2 
(ERID 08663) 

?? A liquid waste batch treatment system 
is located in Building 1 at TA-50. 
Wastes that have been treated include 
chromate plating solutions (p. TA50-7) 

CEARP text states 
there is no evidence of 
residual environmental 
contamination. See 
CEARP 1987, Section 
TA50-7-CA-I/A-HW 
(batch processing 
plant) p. TA50-7 
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Sandia Watershed 

TA-03 03-045(h)-00 03-045(h) Outfall 
(industrial or 
sanitary 
wastewater 
treatment) 

NPDES-permitted 
outfall associated 
with cooling towers

CEARP 1987 
Phase I: 
Installation 
Assessment, 
Volume 1 of 2 
(ERID 08663) 

Request for Permit 
Modification, Units Proposed 
for NFA, September 1996, 
Volume I (ERID 55102.4, 
LA-UR-96-3357); 
 
see also Radzinski, B. 1992 
(40068.1), "Cooling Tower 
Water Treatments" 

Between the 1950s and 1970s 
chromates were used to treat cooling 
water. Treated cooling water and 
stormwater were discharged at the 
outfall into Sandia Canyon. CEARP 
report states that "There are numerous 
cooling towers in TA-03 that have 
blow-down discharges to canyon 
outfalls.” In 1971 the following cooling 
systems discharging to Sandia Canyon 
were noted: TA-03-187; TA-03-285; 
and TA-3-127. Although the chemicals 
added were reported to be 
"biodegradable and nontoxic" (Miller 
1971), chromates are known to have 
been added to cooling tower water 
between the 1950s and 1970s 
(p.TA03-13) 

3-187 (structure 
number for associated 
cooling tower) 

TA-03   03-054(c) Outfall Former cooling 
tower, pump 
house (structures 
03-156 and -163) 
and an inactive 
outfall (deleted 
from the NPDES 
permit on 7/11/95) 

SWMU Report 
1990, Volume 1 of 
4 (LA-UR-90-
3400) 

LANL 1995 (57590), "RFI 
Work Plan for Operable Unit 
1114, Addendum 1" (p. 6-71 
to 6-72, LA-UR-95-0731) 

PRS includes a former cooling tower, 
pump house (structures 03-156 and 
163) and an inactive outfall (removed 
from the NPDES permit on 7/11/95). 
The cooling tower was located 
southwest of the Sherwood Complex 
(Building 03-105) and northwest of the 
Syllac Building (Building 03-287) and 
was used to cool an electromagnet 
formerly located in the Sherwood 
Complex. The outfall discharged into 
the storm sewer formerly located 25 ft 
east of the cooling tower. Between the 
1950s and 1970s chromates were 
used to treat cooling water. Outfall 
received cooling tower water from 
TA-03-156. This cooling tower was 
noted to be leaking onto the 
surrounding soil in 1989. 
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TA-53   53-012(e) Outfall Drainline and 
outfall associated 
with the equipment 
test lab (Building 
53-2).  

PRS Database RFI Report for TAs -20, -53, 
and -72 (located in the 
former Operable Unit 1100) 
(ERID 54466.4, 
LA-UR-96-0906) 

Primary source of wastewater is 
blow-down from the Building 53-2 
cooling tower, which is discharged to 
one of the trench drains. Between the 
1950s and 1970s chromates were 
used to treat cooling water. 

  

TA-03 03-014(a)-99 03-014(a) Wastewater 
treatment 
facility 

WWTP Imhoff 
tanks 

SWMU Report 
1990, Volume 1 of 
4 (LA-UR-90-
3400) 

LANL 1996 (52930), "RFI 
Report for 53 Potential 
Release Sites in TAs -03, 
-59, -60, -61" (p. 83-94, 
LA-UR-96-0276); 
 
Root Reference from SWMU 
Report: Sitzberger, E. 1985 
(03979), "Improvements to 
the TA-3 Domestic Waste 
Treatment Plant" December 
10. 

In previous years, unknown quantities 
of industrial liquids may have been 
included in waste received at this 
WWTP. In a 1985 memo it was noted 
that 167,000 gal/day of non-sanitary 
waste was being diverted to the 
sewage treatment plant. This 
nonsanitary waste apparently included 
plating rinse water from TA-03-66, 
laser cooling water commingled with 
administratively controlled 
radioactive/toxic contaminated process 
water from TA-43-1 and cooling water 
from TA-41 and TA-3-29. 

Plating waste and 
cooling tower water 
may contain chromium. 
In addition, 
photographic wastes 
were received (see 
SWMU Report) 

TA-03 03-014(a)-99 03-014(b) Wastewater 
treatment 
facility 

WWTP dosing 
siphon 

SWMU Report 
1990, Volume 1 of 
4 
(LA-UR-90--3400) 

Sitzberger, E. 1985 (03979), 
"Improvements to the TA-3 
Domestic Waste Treatment 
Plant" December 10. 

Unknown quantities of industrial liquids 
may have been included in the waste 
in previous years. In a 1985 memo it 
was noted that 167,000 gal/day of 
nonsanitary waste was being diverted 
to the sewage treatment plant. This 
nonsanitary waste apparently included 
plating rinse water from TA-03-66, 
laser cooling water commingled with 
administratively controlled 
radioactive/toxic contaminated process 
water from TA-43-1 and cooling water 
from TA-41 and TA-3-29. 

Plating waste and 
cooling tower water 
may contain chromium. 
In addition, 
photographic wastes 
were received (see 
SWMU Report) 
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0-03 03-014(a)-99 03-
014(b2) 

Outfall WWTP historical 
outfall to Sandia 
Canyon 

SWMU Report 
1990, Volume 1 of 
4 
(LA-UR-90-3400) 

LANL 1996 (52930), "RFI 
Report for 53 Potential 
Release Sites in TAs -03, 
-59, -60, -61" (p. 94-102, 
LA-UR-96-0276); 
 
Root Reference from SWMU 
Report: Sitzberger, E. 1985 
(03979), "Improvements to 
the TA-3 Domestic Waste 
Treatment Plant" December 
10. 

Unknown quantities of industrial liquids 
may have been included in the waste 
in previous years. In a 1985 memo it 
was noted that 167,000 gal/day of non-
sanitary waste was being diverted to 
the sewage treatment plant. This 
nonsanitary waste apparently included 
plating rinse water from TA-03-66, 
laser cooling water commingled with 
administratively controlled 
radioactive/toxic contaminated process 
water from TA-43-1 and cooling water 
from TA-41 and TA-03-29. 

Plating waste and 
cooling tower water 
may contain chromium. 
In addition, 
photographic wastes 
were received (see 
SWMU Report) 

TA-03 03-014(a)-99 03-014(c) Wastewater 
treatment 
facility 

WWTP trickling 
filter  

SWMU Report 
1990, Volume 1 of 
4 (LA-UR-90-
3400) 

Sitzberger, E. 1985 (03979), 
"Improvements to the TA-3 
Domestic Waste Treatment 
Plant" December 10. 

Unknown quantities of industrial liquids 
may have been included in the waste 
in previous years. In a 1985 memo it 
was noted that 167,000 gal/day of 
nonsanitary waste was being diverted 
to the sewage treatment plant. This 
nonsanitary waste apparently included 
plating rinse water from TA-03-66, 
laser cooling water commingled with 
administratively controlled 
radioactive/toxic contaminated process 
water from TA-43-1 and cooling water 
from TA-41 and TA-3-29. 

Plating waste and 
cooling tower water 
may contain chromium. 
In addition, 
photographic wastes 
were received (see 
SWMU Report) 
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PRS (potential 
relaease site) 
Database 

RFI Report for 53 Potential 
Release Sites in TAs -03, 
-59, -60, -61(p.102-113) 
(ERID 52930, 
LA-UR-96-0726) 

Effluent received by this outfall 
consisted of materials that previously 
were diverted to the TA-03 power plant 
(Building 03-22) for use as cooling 
tower water 

  TA-03 03-014(a)-99 03-014(c2) Outfall WWTP historical 
outfall to Sandia 
Canyon 

SWMU Report 
1990, Volume 1 of 
4 (LA-UR-90-
3400) 

Sitzberger, E. 1985 (03979), 
"Improvements to the TA-3 
Domestic Waste Treatment 
Plant" December 10. 

Unknown quantities of industrial liquids 
may have been included in the waste 
in previous years. In a 1985 memo it 
was noted that 167,000 gal/day of 
nonsanitary waste was being diverted 
to the sewage treatment plant. This 
nonsanitary waste apparently included 
plating rinse water from TA-3-66, laser 
cooling water commingled with 
administratively controlled 
radioactive/toxic contaminated process 
water from TA-43-1 and cooling water 
from TA-41 and TA-03-29. 

Plating waste and 
cooling tower water 
may contain chromium. 
In addition, 
photographic wastes 
were received (see 
SWMU Report) 

TA-03 03-014(a)-99 03-014(d) Wastewater 
treatment 
facility 

WWTP final 
clarifying tanks 

SWMU Report 
1990, Volume 1 of 
4 (LA-UR-90-
3400) 

Sitzberger, E. 1985 (03979), 
"Improvements to the TA-3 
Domestic Waste Treatment 
Plant" December 10. 

Unknown quantities of industrial liquids 
may have been included in the waste 
in previous years. In a 1985 memo it 
was noted that 167,000 gal/day of 
nonsanitary waste was being diverted 
to the sewage treatment plant. This 
nonsanitary waste apparently included 
plating rinse water from TA-03-66, 
laser cooling water commingled with 
administratively controlled 
radioactive/toxic contaminated process 
water from TA-43-1 and cooling water 
from TA-41 and TA-03-29. 

Plating waste and 
cooling tower water 
may contain chromium. 
In addition, 
photographic wastes 
were received (see 
SWMU Report) 
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TA-03 03-014(a)-99 03-014(e) Wastewater 
treatment 
facility 

WWTP Imhoff 
tanks 

SWMU Report 
1990, Volume 1 of 
4 (LA-UR-90-
3400) 

LANL 1996 (52930), "RFI 
Report for 53 Potential 
Release Sites in TAs -03, 
-59, -60, -61" (p. 83-94, 
LA-UR-96-0276); 
 
Root Reference from SWMU 
Report: Sitzberger, E. 1985 
(03979), "Improvements to 
the TA-3 Domestic Waste 
Treatment Plant" December 
10. 

Unknown quantities of industrial liquids 
may have been included in the waste 
in previous years. In a 1985 memo it 
was noted that 167,000 gal/day of 
nonsanitary waste was being diverted 
to the sewage treatment plant. This 
nonsanitary waste apparently included 
plating rinse water from TA-03-66, 
laser cooling water commingled with 
administratively controlled 
radioactive/toxic contaminated process 
water from TA-43-1 and cooling water 
from TA-41 and TA-03-29. 

Plating waste and 
cooling tower water 
may contain chromium. 
In addition, 
photographic wastes 
were received (see 
SWMU Report) 

TA-03 03-014(a)-99 03-014(f) Wastewater 
treatment 
facility 

WWTP dosing 
siphon 

SWMU Report 
1990, Volume 1 of 
4 (LA-UR-90-
3400) 

Sitzberger, E. 1985 (03979), 
"Improvements to the TA-3 
Domestic Waste Treatment 
Plant" December 10. 

Unknown quantities of industrial liquids 
may have been included in the waste 
in previous years. In a 1985 memo it 
was noted that 167,000 gal/day of 
nonsanitary waste was being diverted 
to the sewage treatment plant. This 
nonsanitary waste apparently included 
plating rinse water from TA-03-66, 
laser cooling water commingled with 
administratively controlled 
radioactive/toxic contaminated process 
water from TA-43-1 and cooling water 
from TA-41 and TA-03-29. 

Plating waste and 
cooling tower water 
may contain chromium. 
In addition, 
photographic wastes 
were received (see 
SWMU Report) 

TA-03 03-014(a)-99 03-014(g) Wastewater 
treatment 
facility 

WWTP trickling 
filter  

SWMU Report 
1990, Volume 1 of 
4 (LA-UR-90-
3400) 

Sitzberger, E. 1985 (03979), 
"Improvements to the TA-3 
Domestic Waste Treatment 
Plant" December 10. 

Unknown quantities of industrial liquids 
may have been included in the waste 
in previous years. In a 1985 memo it 
was noted that 167,000 gal/day of 
nonsanitary waste was being diverted 
to the sewage treatment plant. This 
nonsanitary waste apparently included 
plating rinse water from TA-3-66, laser 
cooling water commingled with 
administratively controlled 
radioactive/toxic contaminated process 
water from TA-43-1 and cooling water 
from TA-41 and TA-03-29. 

Plating waste and 
cooling tower water 
may contain chromium. 
In addition, 
photographic wastes 
were received (see 
SWMU Report) 
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TA-03 03-014(a)-99 03-014(h) Wastewater 
treatment 
facility 

WWTP final 
clarifying tanks 

SWMU Report 
1990, Volume 1 of 
4 (LA-UR-90-
3400) 

Sitzberger, E. 1985 (03979), 
"Improvements to the TA-3 
Domestic Waste Treatment 
Plant" December 10. 

Unknown quantities of industrial liquids 
may have been included in the waste 
in previous years. In a 1985 memo it 
was noted that 167,000 gal/day of 
nonsanitary waste was being diverted 
to the sewage treatment plant. This 
nonsanitary waste apparently included 
plating rinse water from TA-03-66, 
laser cooling water commingled with 
administratively controlled 
radioactive/toxic contaminated process 
water from TA-43-1 and cooling water 
from TA-41 and TA-03-29. 

Plating waste and 
cooling tower water 
may contain chromium. 
In addition, 
photographic wastes 
were received (see 
SWMU Report) 

TA-03 03-014(a)-99 03-014(i) Wastewater 
treatment 
facility 

WWTP Splitter 
box, comminutor, 
and bar racks 

SWMU Report 
1990, Volume 1 of 
4 
(LA-UR-90-3400) 

Sitzberger, E. 1985 (03979), 
"Improvements to the TA-3 
Domestic Waste Treatment 
Plant" December 10. 

Unknown quantities of industrial liquids 
may have been included in the waste 
in previous years. In a 1985 memo it 
was noted that 167,000 gal/day of 
nonsanitary waste was being diverted 
to the sewage treatment plant. This 
nonsanitary waste apparently included 
plating rinse water from TA-3-66, laser 
cooling water commingled with 
administratively controlled 
radioactive/toxic contaminated process 
water from TA-43-1 and cooling water 
from TA-41 and TA-03-29. 

Plating waste and 
cooling tower water 
may contain chromium. 
In addition, 
photographic wastes 
were received (see 
SWMU Report) 

TA-03 03-014(a)-99 03-014(j) Wastewater 
treatment 
facility 

WWTP 
chlorination 
system added in 
1985 

SWMU Report 
1990, Volume 1 of 
4 
(LA-UR-90-3400) 

Sitzberger, E. 1985 (03979), 
"Improvements to the TA-3 
Domestic Waste Treatment 
Plant" December 10. 

Unknown quantities of industrial liquids 
may have been included in the waste 
in previous years. In a 1985 memo it 
was noted that 167,000 gal/day of 
nonsanitary waste was being diverted 
to the sewage treatment plant. This 
nonsanitary waste apparently included 
plating rinse water from TA-3-66, laser 
cooling water commingled with 
administratively controlled 
radioactive/toxic contaminated process 
water from TA-43-1 and cooling water 
from TA-41 and TA-03-29. 

Plating waste and 
cooling tower water 
may contain chromium. 
In addition, 
photographic wastes 
were received (see 
SWMU Report) 
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TA-03 03-014(a)-99 03-014(k) Wastewater 
treatment 
facility 

WWTP unlined 
sludge drying beds

SWMU Report 
1990, Volume 1 of 
4 
(LA-UR-90-3400) 

Reference to chromium 
found in LANL 1997 
(56660.4) RFI Report for 
TA-03 for Potential Release 
Sites 3-004(c,d), 3-007, 
3-014(k,l,o), 3-021, 
3-049(a), 3-052(b), 3-056(k), 
C-03-014, Field Unit 1 (p. 
57-78, LA-UR-97-3571); 
 
Root Reference in SWMU 
Report: Sitzberger, E. 1985 
(03979), "Improvements to 
the TA-3 Domestic Waste 
Treatment Plant" December 
10. 

Unknown quantities of industrial liquids 
may have been included in the waste 
in previous years. In a 1985 memo it 
was noted that 167,000 gal/day of 
nonsanitary waste was being diverted 
to the sewage treatment plant. This 
nonsanitary waste apparently included 
plating rinse water from TA-03-66, 
laser cooling water commingled with 
administratively controlled 
radioactive/toxic contaminated process 
water from TA-43-1 and cooling water 
from TA-41 and TA-03-29. 

Plating waste and 
cooling tower water 
may contain chromium. 
In addition, 
photographic wastes 
were received (see 
SWMU Report) 

TA-03 03-014(a)-99 03-014(l) Wastewater 
treatment 
facility 

WWTP unlined 
sludge drying beds

SWMU Report 
1990, Volume 1 of 
4 
(LA-UR-90-3400) 

Reference to chromium 
found in LANL 1997 
(56660.4) RFI Report for 
TA-03 for Potential Release 
Sites 3-004(c,d), 3-007, 
3-014(k,l,o), 3-021, 
3-049(a), 3-052(b), 3-056(k), 
C-03-014, Field Unit 1 (p. 
57-78, LA-UR-97-3571); 
 
Root Reference from SWMU 
Report: Sitzberger, E. 1985 
(03979), "Improvements to 
the TA-3 Domestic Waste 
Treatment Plant" December 
10. 

Unknown quantities of industrial liquids 
may have been included in the waste 
in previous years. In a 1985 memo it 
was noted that 167,000 gal/day of 
nonsanitary waste was being diverted 
to the sewage treatment plant. This 
nonsanitary waste apparently included 
plating rinse water from TA-3-66, laser 
cooling water commingled with 
administratively controlled 
radioactive/toxic contaminated process 
water from TA-43-1 and cooling water 
from TA-41 and TA-03-29. 

Plating waste and 
cooling tower water 
may contain chromium. 
In addition, 
photographic wastes 
were received (see 
SWMU Report) 
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TA-03 03-014(a)-99 03-014(m) Wastewater 
treatment 
facility 

WWTP unlined 
sludge drying beds

SWMU Report 
1990, Volume 1 of 
4 
(LA-UR-90-3400) 

Sitzberger, E. 1985 (03979), 
"Improvements to the TA-3 
Domestic Waste Treatment 
Plant" December 10. 

Unknown quantities of industrial liquids 
may have been included in the waste 
in previous years. In a 1985 memo it 
was noted that 167,000 gal/day of 
nonsanitary waste was being diverted 
to the sewage treatment plant. This 
nonsanitary waste apparently included 
plating rinse water from TA-3-66, laser 
cooling water commingled with 
administratively controlled 
radioactive/toxic contaminated process 
water from TA-43-1 and cooling water 
from TA-41 and TA-03-29. 

Plating waste and 
cooling tower water 
may contain chromium. 
In addition, 
photographic wastes 
were received (see 
SWMU Report) 

TA-03 03-014(a)-99 03-014(n) Wastewater 
treatment 
facility 

WWTP unlined 
sludge drying beds

SWMU Report 
1990, Volume 1 of 
4 
(LA-UR-90-3400) 

Sitzberger, E. 1985 (03979), 
"Improvements to the TA-3 
Domestic Waste Treatment 
Plant" December 10. 

Unknown quantities of industrial liquids 
may have been included in the waste 
in previous years. In a 1985 memo it 
was noted that 167,000 gal/day of 
nonsanitary waste was being diverted 
to the sewage treatment plant. This 
nonsanitary waste apparently included 
plating rinse water from TA-3-66, laser 
cooling water commingled with 
administratively controlled 
radioactive/toxic contaminated process 
water from TA-43-1 and cooling water 
from TA-41 and TA-03-29. 

Plating waste and 
cooling tower water 
may contain chromium. 
In addition, 
photographic wastes 
were received (see 
SWMU Report) 

TA-03 03-014(a)-99 03-014(o) Wastewater 
treatment 
facility 

WWTP lower 
sludge drying beds 
that received 
overflow 

SWMU Report 
1990, Volume 1 of 
4 
(LA-UR-90-3400) 

Sitzberger, E. 1985 (03979), 
"Improvements to the TA-3 
Domestic Waste Treatment 
Plant" December 10. 

Unknown quantities of industrial liquids 
may have been included in the waste 
in previous years. In a 1985 memo it 
was noted that 167,000 gal/day of 
nonsanitary waste was being diverted 
to the sewage treatment plant. This 
nonsanitary waste apparently included 
plating rinse water from TA-3-66, laser 
cooling water commingled with 
administratively controlled 
radioactive/toxic contaminated process 
water from TA-43-1 and cooling water 
from TA-41 and TA-03-29. 

Plating waste and 
cooling tower water 
may contain chromium. 
In addition, 
photographic wastes 
were received (see 
SWMU Report) 
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TA-03 03-014(a)-99 03-014(p) Wastewater 
treatment 
facility 

WWTP sewage lift 
station  

SWMU Report 
1990, Volume 1 of 
4 
(LA-UR-90-3400) 

Sitzberger, E. 1985 (03979), 
"Improvements to the TA-3 
Domestic Waste Treatment 
Plant" December 10. 

Unknown quantities of industrial liquids 
may have been included in the waste 
in previous years. In a 1985 memo it 
was noted that 167,000 gal/day of 
nonsanitary waste was being diverted 
to the sewage treatment plant. This 
nonsanitary waste apparently included 
plating rinse water from TA-3-66, laser 
cooling water commingled with 
administratively controlled 
radioactive/toxic contaminated process 
water from TA-43-1 and cooling water 
from TA-41 and TA-03-29. 

Plating waste and 
cooling tower water 
may contain chromium. 
In addition, 
photographic wastes 
were received (see 
SWMU Report) 

TA-03 03-014(a)-99 03-014(u) Wastewater 
treatment 
facility 

WWTP sludge bed 
effluent holding 
tank 

SWMU Report 
1990, Volume 1 of 
4 
(LA-UR-90-3400) 

Sitzberger, E. 1985 (03979), 
"Improvements to the TA-3 
Domestic Waste Treatment 
Plant" December 10. 

Unknown quantities of industrial liquids 
may have been included in the waste 
in previous years. In a 1985 memo it 
was noted that 167,000 gal/day of 
nonsanitary waste was being diverted 
to the sewage treatment plant. This 
nonsanitary waste apparently included 
plating rinse water from TA-3-66, laser 
cooling water commingled with 
administratively controlled 
radioactive/toxic contaminated process 
water from TA-43-1 and cooling water 
from TA-41 and TA-03-29. 

Plating waste and 
cooling tower water 
may contain chromium. 
In addition, 
photographic wastes 
were received (see 
SWMU Report) 
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CEARP 1987 
Phase I: 
Installation 
Assessment, 
Volume 1 of 2 
(ERID 08663) 

Reinig, L.P.I415 Report-
Chromate Problem," Los 
Alamos Scientific 
Laboratory, March 7, 1972.  
 
Shaykin, Jerome D. 1968. 
"Health Protection Appraisal 
Report, Los Alamos Area 
Office and the Zia Company, 
Los Alamos, NM," Los 
Alamos Scientific 
Laboratory, December 
17-19, 1968 
 
Zia Company. 1972. 
"Conceptual Design Report 
for Chemical Reduction 
System, TA-3 Power Plant, 
Los Alamos, NM," February 
1, 1972 

Chromate from drift loss during the 
early years of operation may be 
present in soils near the TA-3 power 
plant (p. TA3-9); Corrosion inhibitors of 
the blended chromate-phosphate-zinc 
type were apparently used from 1950 
to the mid-1970s. Chromate usage was 
35.9 lb per day. Blow-down was at 
288,000 gal. per day with hexavalent 
chromium at levels up to 34 ppm in the 
discharge. Shaykin (1968) reports that 
"total chromate analyses of the stream 
before it disappears averages 10–15 
ppm, half of which is estimated to be in 
the hexavalent or toxic form" (p. TA3-
13). 

See CEARP 1987, 
Section "TA3-1-CA-A/I-
HW/RW (Facilities)," p. 
TA3-9 and Section 
"TA3-6-CA/O-A/I-
HW/RW (Outfalls)," p. 
TA3-12, 3-58 and 3-25 
are structure numbers 
for associated cooling 
towers 

TA-03 03-012(b)-00 03-012(b) Operational 
release and 
outfall 

Discharge point 
that received 
effluent from the 
TA-03 steam plant 
neutralization tank, 
the chlorine 
building, and a 
former cooling 
tower (3-58). This 
outfall served two 
cooling towers 
(structures 03-25 
and 03-58) 

1990 SWMU 
Report, Volume 1 
of 4 (LA-UR-90-
3400) 

?? Between the 1950s and 1970s 
chromates were used to treat cooling 
water from the steam/electric 
generating plant (TA-03-22). Drift loss 
and the cooling water discharge to 
Sandia Canyon contributed to elevated 
hexavalent chromium in the 
surrounding area. 

3-58 and 3-25 are 
structure numbers for 
associated cooling 
towers 
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TA-03 03-012(b)-00 03-014(q) Wastewater 
treatment 
facility 

Power plant 
holding tank, 
which received 
blow-down from 
the boilers and 
wastewater from 
the water 
treatment area 

CEARP 1987 
Phase I: 
Installation 
Assessment, 
Volume 1 of 2 
(ERID 08663) 

Reinig, L.P.I415 Report-
Chromate Problem," Los 
Alamos Scientific 
Laboratory, March 7, 1972. 
 
Shaykin, Jerome D. 1968. 
"Health Protection Appraisal 
Report, Los Alamos Area 
Office and the Zia Company, 
Los Alamos, NM," Los 
Alamos Scientific 
Laboratory, December 
17-19, 1968. 
 
Shulte, Harry F.1968. 
"Disposal of Chemical 
Waste," Los Alamos 
Scientific Laboratory 
memorandum to Harold H. 
Soenke, September 24, 
1968.  
 
Zia Company. 1972. 
"Conceptual Design Report 
for Chemical Reduction 
System, TA-3 Power Plant, 
Los Alamos, NM," February 
1, 1972  

PRS 03-014(q) is a holding tank 
associated with TA-03-22. Chromate 
from drift loss during the early years of 
operation may be present in soils near 
the TA-03 power plant (p. TA3-9); 
Corrosion inhibitors of the blended 
chromate-phosphate-zinc type were 
apparently used from 1950  to the 
mid-1970s. Chromate usage was 35.9 
lb per day. Blow-down was at 288,000 
gal. per day with hexavalent chromium 
at levels up to 34 ppm in the discharge. 
Shaykin (1968) reports that "total 
chromate analyses of the stream 
before it disappears averages 10–15 
ppm, half of which is estimated to be in 
the hexavalent or toxic form" (p. 
TA3-13). 

See CEARP 1987, 
Section 
"TA3-1-CA-A/I-HW/RW 
(Facilities)," p. TA3-9 
and Section 
"TA3-6-CA/O-
A/I-HW/RW (Outfalls)," 
p. TA3-12 
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TA-03 03-012(b)-00 03-045(b) Industrial or 
sanitary 
wastewater 
treatment 

  Same site as 03-
012(b); CEARP 
1987 Phase I: 
Installation 
Assessment, 
Volume 1 of 2 

Reinig, L.P.I415 Report-
Chromate Problem," Los 
Alamos Scientific 
Laboratory, March 7, 1972.  
 
Shaykin, Jerome D. 1968. 
"Health Protection Appraisal 
Report, Los Alamos Area 
Office and the Zia Company, 
Los Alamos, NM," Los 
Alamos Scientific 
Laboratory, December 
17-19, 1968 
 
Zia Company. 1972. 
"Conceptual Design Report 
for Chemical Reduction 
System, TA-3 Power Plant, 
Los Alamos, NM," February 
1, 1972 

PRS is a permitted outfall associated 
with TA-03-22. Chromate from drift loss 
during the early years of operation may 
be present in soils near the TA-03 
power plant (p. TA-03-9); Corrosion 
inhibitors of the blended 
chromate-phosphate-zinc type were 
apparently used from 1950 to the 
mid-1970s. Chromate usage was 35.9 
lbs. per day. Blow-down was at 
288,000 gal. per day with hexavalent 
chromium at levels up to 34 ppm in the 
discharge. Shaykin (1968) reports that 
"total chromate analyses of the stream 
before it disappears averages 10–15 
ppm, half of which is estimated to be in 
the hexavalent or toxic form" (p. TA3-
13). 

See CEARP 1987, 
Section 
"TA3-1-CA-A/I-HW/RW 
(Facilities)," p. TA3-9 
and Section "TA3-
6-CA/O-A/I-HW/RW 
(Outfalls)," p. TA3-12 

CEARP 1987 
Phase I: 
Installation 
Assessment, 
Volume 1 of 2 
(ERID 08663) 

Miller, E.L. 1971 (01088). 
"Effluent from Plant Cooling 
Towers," Los Alamos 
Scientific Laboratory 
memorandum to C. 
Christenson, July 30, 1971. 

CEARP report (p. TA3-13) states that 
"There are numerous cooling towers in 
TA-3 that have blow-down discharges 
to canyon outfalls. In 1971 the 
following cooling systems discharging 
to Sandia Canyon were noted: 
TA-03-187; TA-03-285; and 
TA-03-127. Although the chemicals 
added were reported to be 
'biodegradable and nontoxic' (Miller 
1971), chromates are known to have 
been added to cooling tower water 
between the 1950s and 1970s." 

See also CEARP 1987, 
Section "TA3-1-CA-
A/I-HW/RW 
(Facilities)," p. TA3-9 
and Section 
"TA3-6-CA/O-A/I-
HW/RW (Outfalls)," p. 
TA3-12 3-285 
(structure number for 
associated cooling 
tower) 

TA-03 03-012(b)-00 03-045(c) Outfall Former cooling 
tower, pump 
house (structures 
03-156 and -163) 
and an inactive 
outfall (deleted 
from the NPDES 
permit on 7/11/95) 

PRS Database ?? This outfall receives effluent from a 
cooling tower (structure 03-285), which 
serves the generators that power 
LANL’s computer system. This outfall 
may have received chromate-treated 
water. 

  

a TA = Technical area. 
b PRS = Potential release site. 
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Appendix 2 includes information from core holes drilled in Mortandad and Sandia canyons for a project 
conducted in support of the potential Advanced Hydrotest Facility (AHF).  

As part of the preliminary characterization for the proposed AHF, three core holes were drilled in 2002 in 
Mortandad and Sandia canyons to obtain samples from the Otowi Member of the Bandelier Tuff for rock 
properties testing (Kleinfelder 2002, 91687). The holes were continuously cored from the surface into the 
Otowi Member with a hollow-stem auger rig. Once the rock-property samples were removed, the core 
was sampled on approximately 5-ft intervals to 10 ft and approximately every 10 ft thereafter to the 
bottom of the core. Samples were collected from the Mortandad Canyon cores for anions (bicarbonate, 
bromide, chloride, nitrate, nitrite, perchlorate, phosphate, oxalate, and sulfate) and cations (aluminum, 
calcium, iron, potassium, magnesium, manganese, sodium, and silicon). The Sandia Canyon cores will 
be analyzed as part of this investigation. 

Depth profiles were plotted for all three Mortandad Canyon cores using analytical data derived from a 
deionized water leaching procedure (for more details about the procedure, see Broxton et al. 2001, 
71252; LANL 1996, 59118). Leachates were analyzed using ion chromatography for the anions and 
inductively coupled plasma optical emission spectroscopy for the cations. In situ pore water 
concentrations were then calculated using the leachate concentrations, gravimetric moisture contents, 
and bulk densities for the various stratigraphic units. Moisture contents were determined gravimetrically 
on each sample before the sample was leached.  

The complete geotechnical report is included in pdf format on the enclosed CD. The analytical data from 
pore fluids collected from core and depth profiles are included as Excel tables in electronic format on the 
enclosed CD. 
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Department of Energy–Los Alamos Site Office; the U.S. Environmental Protection Agency, Region 6; and 
the ENV-ERS Program. The set was developed to ensure that the administrative authority has all material 
needed to review this document, and it is updated with every document submitted to the administrative 
authority. Documents previously submitted to the administrative authority are not included. 

Broxton, D.E., R. Warren, D. Vaniman, B. Newman, A. Crowder, M. Everett, R. Gilkeson, P. Longmire, 
J. Marin, W. Stone, S. McLin, and D. Rogers, May 2001. “Characterization Well R-12 Completion Report,” 
Los Alamos National Laboratory report LA-13822-MS, Los Alamos, New Mexico. (Broxton et al. 2001, 
71252) 

Kleinfelder, Inc., 2002. “Report of Pre-Conceptual Geotechnical Investigations, Advanced Hydrotest 
Facility Project, TA-53,” Kleinfelder, Inc., report Project Number C59010120, prepared for Los Alamos 
National Laboratory, New Mexico. (Kleinfelder 2002, 91687)  

LANL (Los Alamos National Laboratory), 1996. “Vadose Zone Water Movement at Area G, Los Alamos 
National Laboratory, TA-54: Interpretations Based on Chloride and Stable Isotope Profiles.” Los Alamos 
National Laboratory document LA-UR-96-4682, Los Alamos, New Mexico. (LANL 1996, 59118) 
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Groundwater-Data Screening Tables 
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Appendix 3 includes summary screening tables for water data from Los Alamos, Sandia, and Mortandad 
canyons. Two groups of data are screened and presented in two different sets of tables. The first group 
(Table A3-1) includes a screen of data from the complete period of record, and the second group 
(Table A3-2) includes data from 2000 to the present. Water types presented include persistent surface 
water (baseflow), snowmelt, springs, alluvial groundwater, perched-intermediate groundwater, and 
regional groundwater. These tables are included in the attached CD. 
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Sediment-Data Screening Tables 
(on CD included with this document) 
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Appendix 4 includes summary screening tables for sediment collected from Los Alamos, Sandia, and 
Mortandad canyons as part of geomorphic investigations conducted for the canyons’ work plans. The 
frequency of detection tables are included in hard copy in this appendix, and the data from which they are 
derived are included as Excel tables in electronic format on the enclosed CD. 
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Table A4-1 
Los Alamos Canyon Sediment Summary 
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0.5
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LA-0 Chromiumd 2 2 3.16 4.28 5.39 —e — — — 2/2 0 

LA-1C Chromium 12 12 2.1 5.02 14.1 — — — — 12/12 1 

LA-1E Chromium 6 6 3.1 6.33 10.6 — — — — 6/6 1 

LA-1FW Chromium 4 3 3.12 3.34 3.5 1 1.3 1.3 1.3 3/4 0 

LA-1W Chromium 14 14 2.56 4.52 6.55 — — — — 14/14 0 

LA-1W+ Chromium 5 5 2.3 4.48 6.5 — — — — 5/5 0 

LA-2E Chromium 6 6 4.8 8.50 18.9 — — — — 6/6 1 

LA-2E (excavated data) Chromium 2 2 4.7 21.55 38.4 — — — — 2/2 1 

LA-2FE Chromium 6 6 3.4 8.25 15 — — — — 6/6 1 

LA-2W Chromium 6 6 4.4 9.99 19.5 — — — — 6/6 2 

LA-3E Chromium 8 8 2.2 6.55 12.2 — — — — 8/8 2 

LA-3FE Chromium 13 13 1.4 7.36 11.8 — — — — 13/13 3 

LA-3W Chromium 7 7 1.85 5.55 11 — — — — 7/7 1 

LA-4E Chromium 7 5 1.9 3.42 5.3 2 1.7 2.15 2.6 5/7 0 

LA-4FE Chromium 16 16 1.1 5.17 9 — — — — 16/16 0 

LA-4W Chromium 6 6 2.15 3.41 4.7 — — — — 6/6 0 

LA-5 Chromium 8 8 2.46 6.55 9.4 — — — — 8/8 0 

LA-5E Chromium 12 12 0.94 3.25 5.9 — — — — 12/12 0 

LA-BKG Chromium 7 7 4.3 6.36 10 — — — — 7/7 0 
Note: All values are in mg/kg. 
a ND = Non-detected. 
b D = Detected. 
c BV = Background value. 
d Chromium refers to total chromium. 
e — = Not applicable.  
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Table A4-2 
Sandia Canyon Sediment Summary 
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S-1N Chromiumd 3 3 5 5.43 5.9 —e — — — 3/3 0 

S-1S Chromium 6 5 9.2 52.84 160 1 9.1 9.1 9.1 5/6 4 

S-1S Chromium hexavalent ion 1 — — — — 1 0.64 0.64 0.64 0/1 — 

S-2 Chromium 30 30 5.6 448.73 3200 — — — — 30/30 27 

S-2 Chromium hexavalent ion 4 — — — — 4 0.63 0.95 1.5 0/4 — 

S-3 Chromium 9 9 7 91.64 330 — — — — 9/9 7 

S-5W Chromium 7 7 4 18.39 42 — — — — 7/7 4 
Note: All values are in mg/kg. 
a ND = Non-detected. 
b D = Detected. 
c BV = Background value. 
d Chromium refers to total chromium. 
e — = Not applicable. 
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Table A4-3 
Mortandad Canyon Sediment Summary 
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E-1E Chromiumd 47 46 1.3 18.93 140 1 1.14 1.14 1.14 46/47 14 

E-1FW Chromium 20 20 5 363.25 2210 —e — — — 20/20 19 

E-1FW Chromium hexavalent ion 7 3 0.531 1.10 1.99 4 0.53 1.095 1.46 3/7 — 

E-1W Chromium 29 29 1.4 33.05 636 — — — — 29/29 13 

E-1W Chromium hexavalent ion 1 — — — — 1 0.14 0.14 0.14 0/1 — 

LA-BKG Chromium 3 3 3.45 4.27 5.3 — — — — 3/3 0 

M-1C Chromium 9 9 4 11.70 19.6 — — — — 9/9 6 

M-1E Chromium 24 24 1.56 13.13 18.8 — — — — 24/24 19 

M-1W Chromium 18 18 2.27 5.24 9.7 — — — — 18/18 0 

M-2E Chromium 46 46 1.1 6.30 14 — — — — 46/46 6 

M-2W Chromium 71 71 1.31 8.34 22 — — — — 71/71 18 

M-3 Chromium 93 93 1.2 6.07 17.5 — — — — 93/93 13 

M-4 Chromium 80 80 1.29 4.81 14.5 — — — — 80/80 6 

M-4 (excavated data) Chromium 8 7 1.4 5.13 11.9 1 1.3 1.3 1.3 7/8 1 

M-5E Chromium 19 19 0.96 3.67 5.4 — — — — 19/19 0 

M-5W Chromium 9 9 1.8 5.34 7.3 — — — — 9/9 0 

M-6 Chromium 14 14 2.86 5.49 8.14 — — — — 14/14 0 

MCW-1 Chromium 8 8 2.28 5.38 8.96 — — — — 8/8 0 

MCW-2E Chromium 7 7 2.14 5.68 8.59 — — — — 7/7 0 

MCW-2N Chromium 9 9 1.7 4.63 6.34 — — — — 9/9 0 

MCW-2W Chromium 9 8 0.713 4.18 7.24 1 0.78 0.78 0.78 8/9 0 
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Table A4-3 (continued) 
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TS-1C Chromium 80 80 1.2 4.61 10.4 — — — — 80/80 0 

TS-1E Chromium 18 18 1.22 4.47 9.05 — — — — 18/18 0 

TS-1W Chromium 26 26 1.5 4.82 10.3 — — — — 26/26 0 

TS-2C Chromium 17 17 1.3 6.61 22.3 — — — — 17/17 1 

TS-2E Chromium 14 14 1.8 8.03 26.8 — — — — 14/14 2 

TS-2W Chromium 14 14 2.5 5.08 7.3 — — — — 14/14 0 

TS-3 Chromium 17 17 1.6 5.22 9.1 — — — — 17/17 0 
Note: All values are in mg/kg. 
a ND = Nondetected. 
b D = Detected. 
c BV = Background value. 
d Chromium refers to total chromium. 
e — = Not applicable. 
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The groundwater-level data presented in this work plan are provided to support an assessment of 
potential variations in the regional piezometric surface related to pumping cycles in production wells. Data 
from a single day are provided to represent a snapshot of the groundwater levels and to avoid potential 
ambiguity that might arise if the data were collected over a longer time period, such as those caused by 
variations in aquifer recharge rate, barometric pressure, or the water-supply pumping schedule. 

Groundwater levels are reported for January 30, 2006, for the wells that were sampled as part of the 
interim action and for additional monitoring wells in adjacent watersheds. Groundwater-level data are 
reported for wells sampled in Mortandad Canyon and Sandia Canyon and for monitoring wells in the 
adjacent watersheds of Los Alamos Canyon to the north and Pajarito Canyon to the south. 
Groundwater-level data are reported for both intermediate groundwater and the regional aquifer. 

Pressure transducers are used in most monitoring wells at Los Alamos National Laboratory (LANL or the 
Laboratory) to measure groundwater levels at 60-min intervals. The mean daily (MD) water level was 
calculated for each well from the 24 hourly measurements; the MD value is reported for each well in 
Table A5-1. The MD value is used to create the potentiometric water-level maps included in Section 3 
(Figures 3-4 and 3-5). Standard deviations of the MD values are also shown in Table A5-1. The accuracy 
of the transducer and of the manual groundwater level measurements is also provided in Table A5-1. 

The Los Alamos County water-supply wells are routinely operated during off-peak electric usage hours to 
take advantage of lower electric utility rates. These wells usually operate during nighttime hours and are 
turned off during daytime hours. Table A5-2 lists the water-supply well operational status on the nights of 
January 29 and 30, the on/off times, and the run times for the wells in operation. During the early morning 
hours of January 30, wells in operation in the vicinity of Sandia and Mortandad canyons included O-4, 
PM-1, PM-2, and PM-5. 

In an effort to evaluate the potential effect of water-supply well pumping on each monitoring well, two 
additional mean values were calculated from the hourly transducer groundwater level data for each well 
on January 30, 2006. The mean groundwater levels for two 6-h periods, from midnight to 6:01 am 
(nighttime value was used to evaluate water levels during pumping) and from noon to 6:01 pm (daytime 
value was used to evaluate water levels during nonpumping), were calculated for each monitoring well; 
these mean values and associated standard deviations are also shown in Table A5-1.  

Daily atmospheric temperature changes cause diurnal atmospheric pressure fluctuations, which in turn 
affect water levels in intermediate-depth and regional-aquifer single-completion wells that are open to the 
atmosphere. Borehole barometric efficiency describes how efficiently a change in barometric pressure 
changes the water level in a borehole but not necessarily the water level within the formation. The 
barometric efficiency approximates 100% in the Laboratory intermediate and regional aquifer wells (e.g., 
Kleinfelder and Associates 2005, 91693); thus, atmospheric pressure fluctuations cause significant 
water-level variability (generally, up to 0.5 ft in magnitude) in most intermediate and regional aquifer wells 
at the Laboratory. The effects of barometric efficiency are not observed in the Westbay-completed wells 
that are not open to the atmosphere. The water-level change in single completion wells that could be 
attributable to atmospheric pressure differences during midnight to 6:01 am and noon to 6:01 pm periods 
on January 30 was calculated from atmospheric pressure data obtained from the Laboratory Technical 
Area 06 meteorological tower. 

The water-level change in these wells that was attributable to atmospheric pressure fluctuations on 
January 30, 2006, was calculated to be 0.02 ft higher in the afternoon than during the early morning 
hours. This water-level change was subtracted from the difference between the mean afternoon water 
levels (noon to 6:01 pm) and the mean early morning water level (midnight to 6:01 am) for the single 
completion wells only to estimate the water-level change in the aquifer, which can be potentially attributed 
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to pumping of the water-supply wells. This correction was not applied to Westbay-completed wells, where 
the mean afternoon water level was subtracted from the mean early morning water level to determine the 
water-level change in the aquifer (Table A5-1). 

The results of the evaluation done on January 30, 2006, for the potential effects of water-supply pumping 
on monitoring wells are shown in Table A5-1. The results indicate that all except two of the 
monitoring-well screens do not show a significant difference (less than 0.1 ft) between afternoon 
groundwater levels and early morning groundwater levels; therefore, they do not seem to be influenced 
by the supply-well pumping on January 30, 2006. The deeper regional aquifer screens in two wells, R-5 in 
Pueblo Canyon and R-20 in Pajarito Canyon, do show changes in afternoon water levels compared with 
the early morning water levels. Screen 4 in R-5 shows a higher mean afternoon water level of 0.48 ft, and 
screen 3 in R-20 shows a higher mean afternoon water level of 0.26 ft, both of which are attributable to 
supply-well pumping. Monitoring well R-20 is near supply well PM-2, and monitoring well R-5 is near 
supply wells O-1 and PM-1. However, it is important to note that the measurements at both screens are 
associated with uncertainty of ±0.58 ft (Table A5-1). Therefore, the observed water-level differences might 
be statistically insignificant. The screens in wells R-5 and R-20 that are located at the top of the regional 
aquifer do not show an apparent impact from supply-well pumping. Thus, it appears that impacts to the 
gradients in the shallow, water-table zone of the regional aquifer by water-supply pumping on January 30, 
2006, are negligible. 

The above evaluation of pumping effects on monitoring wells applies only to the groundwater levels 
observed on January 30, 2006, and is not a comprehensive evaluation of monitoring-well response to 
supply-well pumping. Additional discussion of the effects of pumping supply wells on monitoring wells at 
the Laboratory is addressed in Section 3. 

REFERENCE 

The following list includes all documents cited in this appendix. Parenthetical information following each 
reference provides the author(s), publication date, and ER ID number. This information is also included in 
text citations. ER ID numbers are assigned by the ENV-ERS Program Records Processing Facility (RPF) 
and are used to locate the document at the RPF and, where applicable, in the ENV-ERS Program master 
reference set. 

Copies of the master reference set are maintained at the NMED Hazardous Waste Bureau; the U.S. 
Department of Energy–Los Alamos Site Office; the U.S. Environmental Protection Agency, Region 6; and 
the ENV-ERS Program. The set was developed to ensure that the administrative authority has all material 
needed to review this document, and it is updated with every document submitted to the administrative 
authority. Documents previously submitted to the administrative authority are not included. 

Kleinfelder and Associates, April 2005. “Final Completion Report, Characterization Wells R-6/R-6i, Los 
Alamos National Laboratory, Los Alamos, New Mexico Project No. 37151, Appendix E, Aquifer Testing 
Report and Aquifer Test Data,” by David Schafer, Los Alamos, New Mexico. (Kleinfelder 2005, 91693) 
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Table A5-1 
Groundwater Level Data from Selected Monitoring Wells during Groundwater Sampling Event for Chromium, January 30, 2006 
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Intermediate-Depth Groundwater (Mortandad) 

MCOBT-4.4 SC 1/30/2006 MD 6836.20 6313.86 0.083 0.07 6313.86 0.045 6313.83 0.081 -0.02 0.02 -0.04   

MCOI-1 SC 1/30/2006 Manual 7106.20 Dry                     

MCOI-4 SC 1/30/2006 MD 6837.20 6317.82 0.060 0.07 6317.85 0.045 6317.79 0.053 -0.06 0.02 -0.09   

MCOI-5 SC 1/30/2006 MD 6819.70 6129.77 0.033 0.07 No Data   6129.76 0.030         

MCOI-6 SC 1/30/2006 MD 6811.10 6146.71 0.033 0.07 6146.69 0.007 6146.73 0.036 0.04 0.02 0.01   

MCOI-8 SC 1/30/2006 Transducer 6859.20 Dry (water 
in sump) 

                    

Regional Groundwater (Mortandad) 

R-1 SC 1/30/2006 MD 6881.21 5879.14 0.044 0.07 5879.13 0.007 5879.15 0.034 0.02 0.02 -0.01   

R-10a SC 1/30/06 8:57 Manual 6363.7 6741.03   0.06                 

R-13 SC 1/30/2006 MD 6673.05 5836.63 0.033 0.07 5836.62 0.006 5836.64 0.033 0.02 0.02 0.00   

R-14, screen 1 MP1A 1/30/2006 MD 7062.08 5883.59 0.029 0.23 5883.62 0.013 5883.57 0.018 -0.05   -0.05   

R-14, screen 2 MP2A 1/30/2006 MD 7062.08 5883.06 0.032 0.23 5883.07 0.035 5883.04 0.029 -0.03   -0.03   

R-15 SC 1/30/2006 MD 6820.00 5850.74 1.172 0.07 5851.06 0.004 5849.93 2.045 -1.13 0.02 -1.15 Well sampled on 
1/30/06 

R-28 SC 1/30/2006 MD 6728.61 5839.28 0.037 0.07 5839.27 0.005 5839.29 0.032 0.02 0.02 0.00   

R-33, screen 1 Screen 1     6853.33 No Data                   Groundwater level 
data unavailable 

R-33, screen 2 Screen 2     6853.33 No Data                   Groundwater level 
data unavailable 

R-34 SC 1/30/2006 MD 6629.99 5835.71 0.029 0.07 5835.69 0.014 5835.72 0.027 0.03 0.02 0.00   

TW-8 SC 1/30/2006 MD 6873.5 5875.25 0.031 0.07 5875.25 0.005 5875.25 0.028 0.00 0.02 -0.02   

 



 

 

M
arch 2006 

A
5-4 

E
R

2006-0214

Interim
 M

easures W
ork P

lan 

Table A5-1 (continued) 
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Sandia Canyon 

R-11 SC 1/30/2006 MD 6673.72 5838.57 0.038 0.07 5838.56 0.006 5838.58 0.031 0.03 0.02 0.00   

R-12 Screen 1 
(Intermed) 

MP1B 1/30/2006 MD 6499.6 6073.10 0.009 0.23 6073.09 0.004 6073.11 0.000 0.02   0.02   

R-12 Screen 2 
(Intermed) 

MP2B 1/30/2006 MD 6499.6 6073.57 0.008 0.23 6073.57 0.007 6073.57 0.010 0.00   0.00   

R-12 Screen 3 MP3B 1/30/2006 MD 6499.6 5695.27 0.008 0.58 5695.28 0.010 5695.27 0.000 -0.01   -0.01   

Regional Groundwater Cañada del Buey 

R-16 Screen 2 MP2A 1/30/2006 MD 6256.87 5641.87 0.036 0.58 5641.87 0.020 5641.86 0.010 -0.01   -0.01   

R-16 Screen 3 MP3A 1/30/2006 MD 6256.87 5557.24 0.039 0.58 5557.24 0.029 5557.24 0.018 0.01   0.01   

R-16 Screen 4 MP4A 1/30/2006 MD 6256.87 5545.22 0.042 1.15 5545.21 0.044 5545.22 0.027 0.00   0.00   

R-21 SC 1/30/2006 MD 6656.24 5854.59 0.034 0.07 5854.59 0.017 5854.60 0.042 0.01 0.02 -0.01   

R-22   1/30/2006 MD 6650.5                     Data logger 
failure, no data 

Los Alamos Canyon 

LADP-3 
(Intermed) 

SC 1/30/2006 MD 6756.7 6436.49 0.045 0.07 6436.46 0.006 6436.51 0.031 0.04 0.02 0.02   

LAOI(A)-1.1 
(Intermed) 

SC 1/30/2006 MD 6835.2 6544.38 0.036 0.07 6544.37 0.007 6544.40 0.029 0.03 0.02 0.00   

LAOI-3.2 
(Intermed) 

SC 1/30/2006 MD 6622.6 6477.46 0.128 0.07 6477.32 0.027 6477.52 0.058 0.20 0.02 0.18 WL impacted by 
nearby drilling 

R-6 SC 1/30/2006 MD 6995.8 5839.90 0.040 0.07 5839.89 0.004 5839.90 0.035 0.01 0.02 -0.01   

R-6i (Intermed) SC 1/30/2006 MD 6996.9 6403.79 0.037 0.07 6403.78 0.006 6403.80 0.028 0.02 0.02 0.00   

R-8 Screen 1 MP1A 1/30/2006 MD 6544.74 5855.64 0.005 0.23 5855.64 0.005 5855.65 0.005 0.00   0.00   

R-8 Screen 2 MP2A 1/30/2006 MD 6544.74 5837.33 0.006 0.23 5837.33 0.000 5837.33 0.005 0.00   0.00   
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R-9 SC 1/30/2006 MD 6382.8 5692.05 0.045 0.07 5692.05 0.006 5692.07 0.027 0.02 0.02 0.00   

R-9i (Intermed) MP1A 1/30/2006 MD 6383.2 6238.63 0.018 0.23 6238.62 0.010 6238.64 0.016 0.02   0.02   

R-9i (Intermed) MP2A 1/30/2006 MD 6383.2 6128.47 0.017 0.23 6128.47 0.008 6128.48 0.008 0.01   0.01   

TW-3 SC 1/30/2006 MD 6626.9 5840.08 0.053 0.07 5840.06 0.013 5840.09 0.043 0.03 0.02 0.01   

Pueblo Canyon 

R-2 SC 1/30/2006 MD 6770.38 5872.00 0.045 0.07 5872.00 0.008 5871.98 0.049 -0.02 0.02 -0.05   

R-4 SC 1/30/2006 MD 6577.49 5833.58 0.045 0.07 5833.56 0.008 5833.60 0.034 0.04 0.02 0.02   

R-5 (Intermed) MP2A 1/30/2006 MD 6472.6 6133.99 0.012 0.58 6133.99 0.012 6133.99 0.011 0.00   0.00   

R-5 Screen 3 MP3B 1/30/2006 MD 6472.6 5768.15 0.011 0.58 5768.15 0.011 5768.15 0.011 0.00   0.00   

R-5 Screen 4 MP4A 1/30/2006 MD 6472.6 5749.70 0.192 0.58 5749.42 0.038 5749.90 0.047 0.48   0.48 Response to PM-1 
pumping 

TW-1 SC 1/30/2006 MD 6369.19 5855.57 0.132 0.07 5855.59 0.074 5855.53 0.083 -0.06 0.02 -0.08   

TW-2A (Intermed) SC 1/30/2006 MD 6650.4 6538.10 0.036 0.23 6538.10 0.024 6538.07 0.012 -0.03 0.02 -0.05   

TW-4 SC 1/30/2006 MD 7244.6 6071.52 0.033 0.07 6071.51 0.007 6071.52 0.029 0.01 0.02 -0.02   

POI-4 (Intermed) SC 1/30/2006 MD 6372.29 6213.49 0.015 0.07 6213.50 0.006 6213.50 0.010 0.00 0.02 -0.03   

Pajarito Canyon                    

R-18 SC 1/30/2006 MD 7404.83 6117.95 0.031 0.07 6117.95 0.017 6117.96 0.038 0.01 0.02 -0.01   

R-19 (Intermed) MP2A 1/30/2006 MD 7066.3 6168.75 0.007 0.23 6168.75 0.005 6168.75 0.005 -0.01   -0.01   

R-19 Screen 3 MP3B 1/30/2006 MD 7066.3 5887.66 0.004 0.23 5887.66 0.004 5887.66 0.005 0.00   0.00   

R-19 Screen 4 MP4A 1/30/2006 MD 7066.3 5880.31 0.025 0.58 5880.30 0.010 5880.30 0.030 0.00   0.00   

R-19 Screen 5 MP5A 1/30/2006 MD 7066.3 5877.39 0.027 0.58 5877.38 0.030 5877.37 0.017 -0.01   -0.01   

R-19 Screen 6 MP6A 1/30/2006 MD 7066.3 5870.80 0.031 0.58 5870.78 0.020 5870.80 0.015 0.02   0.02   

R-19 Screen 7 MP7A 1/30/2006 MD 7066.3 5866.43 0.038 1.15 5866.42 0.028 5866.42 0.036 0.00   0.00   

R-20 Screen 1 MP1A 1/30/2006 MD 6694.35 5866.12 0.050 0.23 5866.10 0.047 5866.15 0.021 0.05   0.05   
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R-20 Screen 2 MP2A 1/30/2006 MD 6694.35 5861.26 0.060 0.58 5861.29 0.022 5861.24 0.055 -0.05   -0.05   

R-20 Screen 3 MP3A 1/30/2006 MD 6694.35 5836.15 0.726 0.58 5836.03 0.601 5836.29 0.333 0.26   0.26 Response to PM-2 
pumping 

R-23 SC 1/30/2006 MD 6527.75 5697.90 0.043 0.07 5697.89 0.007 5697.92 0.034 0.03 0.02 0.01   

R-23i (Intermed) 
Screen 1 

SC 1/30/06 
14:10 

Manual 6527.9 6121.99   0.04                 

R-32 Screen 1 MP1A 1/30/2006 MD 6637.63 5859.42 0.010 0.23 5859.42 0.009 5859.42 0.004 0.00   0.00   

R-32 Screen 2 MP2 1/30/2006 MD 6637.63 5849.01 0.035 0.23 5849.01 0.028 5848.99 0.015 -0.03   -0.03   

R-32 Screen 3 MP3A 1/30/2006 MD 6637.63 5849.31 0.030 0.23 5849.32 0.018 5849.29 0.015 -0.03   -0.03   

Note: All groundwater-level data are preliminary and subject to change pending further data review and validation. 
a MD = mean daily groundwater level; Manual = manual measurement; WL = water level. 
b Measurement uncertainty of transducer measurements represents 0.1% of full scale transducer rating. Uncertainty of manual measurements represents 0.01 ft per 100 ft of 

measurement or 0.01%. 
c Positive numbers indicate higher mean afternoon groundwater levels, negative numbers indicate lower mean afternoon groundwater levels. 
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Table A5-2 
Los Alamos County Water-Supply Well Status January 30, 2006 

Well Name Status
Time On   (Day 

Hr:Min)
Time Off   (Day 

Hr:Min)
Run Time 
(Hr:Min)

G-1A Off
G-2A On 1/30/2006 0:08 1/30/2006 5:49 5:40
G-3A On 1/30/2006 0:10 1/30/2006 5:48 5:38
G-4A Off
G-5A Off
O-1 Off
O-4 On 1/30/2006 0:01 1/30/2006 6:30 6:28

PM-1 On 1/29/2006 7:11 1/30/2006 0:38 0:38
PM-2 On 1/30/2006 0:01 1/30/2006 6:43 6:42
PM-3 Off
PM-4 Off
PM-5 On 1/30/2006 0:07 1/30/2006 6:09 6:02  
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Appendix 6 

Groundwater Data for 
First Chromium Interim Measures Sampling Round 

(on CD included with this document) 
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Appendix 6 includes four tables related to the data set for the group of wells and analytical suite 
presented in Table 2-1 of this work plan. All the tables are included in the attached CD. These analytical 
data are presented in Table A6-1. Supporting tables are provided for reference to the analytical data. 
Table A6-2 is an explanation of the validation qualifiers. Table A6-3 is a dictionary of analytical lab 
qualifiers. Table A6-4 lists the results that have not been received from the analytical laboratory as of the 
submittal date of this work plan. 
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Figure 2-1. Locations of Sandia, Los Alamos, and Mortandad canyons showing major chromium release sites, stream-flow gages, and existing and planned boreholes, wells, and surface-water sampling stations 
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